




































Supertek brand burettes are manufactured from Low-expansion Boro 3.3 glass in conformance with 

ASTM E-438 TYPE 1 CLASS A glass and DIN ISO 3585.

Each Pc. is Calibrated to deliver  (Ex/TD) at + 20 °C reference temperature in controlled environment. 

Tolerances in volume conform to DIN ISO 385. The calibration also takes into account surface 

adhesion effects.

Precision Bore tubing is used for all Class A burettes. Burettes are available with conformity batch 

certificates and Individual certificate, which can be downloaded from  

Individual certificate is provided with the product. Batch certificate can also be provided with the 

product on request at extra cost. 

Supertek brand burettes are graduated  in blue.  A class burettes have a waiting period of 30 seconds, 

B Class burettes don't have any waiting period. 

Supertek brand burettes come with four different types of stopcocks; Glass Stopcock, PTFE Needle 

valve Stopcock, PTFE Key stopcock and Detachable Stopcock.

www.supertekglassware.com

Burette
www.supertekglassware.com
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BURETTE WITH STRAIGHT BORE MOULDED CREW THREAD 

GLASS STOPCOCK, CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Printed in blue.

Batch    Individual Capacity, Sub-div., Tolerance, Pack size

Certificate   Certificate ml ml ± ml

11.101.0010 22.101.0010 10 0.05 0.03 1

11.101.0025 22.101.0025 25 0.1 0.05 1

11.101.0050 22.101.0050 50 0.1 0.05 1

11.101.0100 22.101.0100 100 0.2 0.1 1

S

DIN ISO
385

Retrace
Code

Precision
Bore
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BURETTE WITH STRAIGHT BORE PTFE KEY STOPCOCK,            
Conformity with Class  'A' DIN ISO 385 Standard. Printed in blue.

Batch Individual  Capacity, Sub-div., Tolerance, Pack size

Certificate    Certificate ml ml ± ml

11.102.0010 22.102.0010 10 0.05 0.03 1

11.102.0025 22.102.0025 25 0.1 0.05 1

11.102.0050 22.102.0050 50 0.1 0.05 1

11.102.0100 22.102.0100 100 0.2 0.1 1

CLASS A 

BURETTE WITH SCREW TYPE, PTFE NEEDLE VALVE STOPCOCK 

(ROTAFLO), CLASS A       
Conformity with Class  'A' DIN ISO 385  Standard. Printed in blue.

Batch Individual  Capacity, Sub-div., Tolerance, Pack size

Certificate Certificate     ml ml ± ml

11.103.0010 22.103.0010 10 0.05 0.03 1

11.103.0025 22.103.0025 25 0.1 0.05 1

11.103.0050 22.103.0050 50 0.1 0.05 1

11.103.0100 22.103.0100 100 0.2 0.1 1

BURETTE, WITH PTFE DETACHABLE STOPCOCK, CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Printed in blue.

Batch  Individual Capacity, Sub-div., Tolerance, Pack size

Certificate  Certificate  ml ml ± ml

11.104.0010 22.104.0010 10 0.05 0.03 1

11.104.0025 22.104.0025 25 0.1 0.05 1

11.104.0050 22.104.0050 50 0.1 0.05 1

11.104.0100 22.104.0100 100 0.2 0.1 1

DIN ISO
385

Retrace
Code

Precision
Bore

Best  
Seller
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BURETTE IN SCHELLBACH STRIPE WITH STRAIGHT BORE MOULDED 

SCREW THREAD GLASS STOPCOCK, CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Schellbach stripe printed in blue.

Batch Individual Capacity, Sub-div.,  Tolerance, Pack size

Certificate Certificate  ml ml ± ml

11.201.0010 22.201.0010 10 0.05 0.03 1

11.201.0025 22.201.0025 25 0.1 0.05 1

11.201.0050 22.201.0050 50 0.1 0.05 1

11.201.0100 22.201.0100 100 0.2 0.1 1

BURETTE IN SCHELLBACH STRIPE WITH  STRAIGHT BORE PTFE KEY 

STOPCOCK, CLASS A 
Conformity with Class  'A' DIN ISO 385  Standard. Schellbach stripe printed in blue.

Batch Individual Capacity, Sub-div., Tolerance, Pack size

Certificate Certificate ml ml ± ml

11.202.0010 22.202.0010 10 0.05 0.03 1

11.202.0025 22.202.0025 25 0.1 0.05 1

11.202.0050 22.202.0050 50 0.1 0.05 1

11.202.0100 22.202.0100 100 0.2 0.1 1

BURETTE IN SCHELLBACH STRIPE WITH SCREW TYPE

PTFE NEEDLE VALVE STOPCOCK (ROTAFLO) CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Schellbach stripe printed in blue.

Batch Individual Capacity, Sub-div., Tolerance, Pack size

Certificate Certificate ml ml ± ml  

11.203.0010 22.203.0010 10 0.05 0.03 1

11.203.0025 22.203.0025 25 0.1 0.05 1

11.203.0050 22.203.0050 50 0.1 0.05 1

11.203.0100 22.203.0100 100 0.2 0.1 1

DIN ISO
385

Retrace
Code

Precision
Bore
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BURETTE, CLASS B 
In Compliance With DIN ISO 385  Standard. Printed in blue

Glass Screw thread  PTFE Needle PTFE key Detachable Capacity, Sub-div., Tolerance, Pack size

stopcock valve stopcock Stopcock   PTFE key  ml ml  (± ml)

 (Rotaflo)  stopcock

10.101.0010 10.103.0010 10.102.0010 10.104.0010 10 0.05 0.05 1*

10.101.0025 10.103.0025 10.102.0025 10.104.0025 25 0.1 0.1 1*

10.101.0050 10.103.0050 10.102.0050 10.104.0050 50 0.1 0.1 1*

10.101.0100 10.103.0100 10.102.0100 10.104.0100 100 0.2 0.2 1

* Rotaflo burettes have a pack size of 10.

BURETTE SCHELLBACH, CLASS B
In Compliance with DIN ISO 385 Standard. Schellbach stripe printed in blue.

Glass PTFE PTFE Capacity, Sub-div., Tolerance, Pack size

Screw thread Needle Valve key Stopcock  ml  (± ml)

Stopcock Stopcock (rotaflo) 

10.201.0010 10.203.0010 10.202.0010 10 0.05 0.05 1*

10.201.0025 10.203.0025 10.202.0025 25 0.1 0.1 1*

10.201.0050 10.203.0050 10.202.0050 50 0.1 0.1 1*

10.201.0100 10.203.0100 10.202.0100 100 0.2 0.2 1

* Rotaflo burettes have a pack size of 10.



B
ur

et
te

V
O

L
U

M
E

T
R

IC
 G

L
A

S
S

W
A

R
E

05

BURETTE CLASS B
Economy Model. Printed in blue

Straight-bore Pinch Clip Capacity, Sub-div., Tolerance, Pack size

Glass Stopcock Burette ml (± ml)

10.105.0010 10.106.0010 10 0.05 0.05 5*

10.105.0025 10.106.0025 25 0.1 0.1 5*

10.105.0050 10.106.0050 50 0.1 0.1 5*

10.105.0100 10.106.0100 100 0.2 0.2 5*

* Pinch Clip burettes have a pack size of 10.

AUTOMATIC ZERO BURETTE
Conformity with Class  'A' DIN ISO 385 Standard.  Mounted On A Reservoir With Stopcock And Rubber Bellow.

With Intermediate Without Capacity, Sub-div., Tolerance, Pack size

stopcock PTFE intermediate ml ± mL

key and Needle stopcock 

Valve Stopcock

11.107.0010 11.108.0010 10 0.05 0.03 1

11.107.0025 11.108.0025 25 0.1 0.05 1

11.107.0050 11.108.0050 50 0.1 0.05 1

11.107.0100 11.108.0100 100 0.2 0.1 1

Economy
Model

Shock
Resistant
Packing
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AUTOMATIC ZERO BURETTE, CLASS A WITH  SCHELLBACH STRIPE
Conformity with Class  'A' DIN ISO 385 Standard. Mounted On A Reservoir  With Stopcock 

And Rubber Bellow.

With intermediate Without Capacity, Sub-div., Tolerance, Pack size

Stopcock PTFE  Intermediate ml  (± ml)

Key and Needle  Stopcock 

Valve Stopcock

11.207.0010 11.208.0010 10 0.05 0.03 1

11.207.0025 11.208.0025 25 0.1 0.05 1

11.207.0050 11.208.0050 50 0.1 0.05 1

11.207.0100 11.208.0100 100 0.2 0.1 1

Shock
Resistant
Packing

For more details log on to www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.

Lab Accessories
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Supertek brand pipettes are manufactured from Low-expansion Boro 3.3 glass in conformance with ASTM 

E-438 TYPE 1 CLASS A glass and DIN ISO 3585, unless otherwise specified. 

These pipettes are manufactured in accordance to DIN ISO 835 standard for Graduated pipettes and DIN 

ISO 648 standard for Volumetric pipettes.

All pipettes are screen printed in durable amber color which fuses into the glass. Each product is color 

coded to facilitate easy identification. 

These Pipettes are made from specially selected accurate bore glass tubing, have precision formed jets, 

bevel ground ends to resist chipping. Mouth piece of pipettes is also tooled for easy sucking and cotton 

plugging.

Each Pipette Calibrated is to deliver (Ex, TD) at +20 °C reference temperature. The calibration also takes 

into account surface adhesion effects.

All A class pipettes have a waiting period of 5 seconds. Pipettes are available with conformity batch 

certificates and Individual certificate, which can be downloaded from  

Individual certificate is provided with the product. Batch certificate can also be provided with the product 

on request at extra cost.

www.supertekglassware.com

PIPETTE VOLUMETRIC WITH ONE MARK, BULB TYPE, CLASS A 
Conformity to Class 'A' DIN ISO 648 Standard. Printed in amber color.

Batch Individual Capacity, Tolerance, Color Code Pack size

Certificate Certificate ml ± ml

11.301.0001 22.301.0001 1 0.008 Blue 10

11.301.0002 22.301.0002 2 0.01 Orange 10

11.301.0005 22.301.0005 5 0.015 White 5

11.301.0010 22.301.0010 10 0.02 Red 5

11.301.0020 22.301.0020 20 0.03 Yellow 5

11.301.0025 22.301.0025 25 0.03 Blue 5

11.301.0050 22.301.0050 50 0.05 Red 5

11.301.0100 22.301.0100 100 0.08 Yellow 2

PIPETTE  VOLUMETRIC WITH ONE MARK, BULB TYPE, CLASS B
In Compliance With DIN ISO 648 Standard. Printed in amber color.

 

Capacity, Tolerance, Color Code Pack size

 ml  ± ml

10.301.0001 1 0.015 Blue 10

10.301.0002 2 0.02 Orange 10

10.301.0005 5 0.03 White 5

10.301.0010 10 0.04 Red 5

10.301.0020 20 0.06 Yellow 5

10.301.0025 25 0.06 Blue 5

10.301.0050 50 0.1 Red 5

10.301.0100 100 0.15 Yellow 2

Pipettes
www.supertekglassware.com

DIN ISO
648

Best  
Seller
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PIPETTE  GRADUATED, MOHR TYPE, COLOR CODED, CLASS A
Conformity to Class 'A' DIN ISO 835 standard. Printed in amber color. Calibrated to deliver from zero line at top to 

any graduated line.

Batch  Individual Capacity, Sub-div., Tolerance, Color Code Pack size

Certificate  Certificate  ml ml  ± ml

11.302.0001 22.302.0001 1 0.01 0.007 Yellow 10

11.302.0002 22.302.0002 2 0.02 0.01 Black 10

11.302.0005 22.302.0005 5 0.05 0.03 Red 10

11.302.0010 22.302.0010 10 0.1 0.05 Orange 10

11.302.0020 22.302.0020 20 0.2 0.1 Yellow 10

11.302.0025 22.302.0025 25 0.2 0.1 Green 10

PIPETTE GRADUATED SEROLOGICAL, COLOR CODED, CLASS A
Conformity to Class 'A' DIN ISO 835 standard. Printed in amber color. Capacity represented by the highest 

graduation line. 

Batch Individual Capacity, Sub-div., Tolerance, Color Code Pack size

Certificate  Certificate  ml ml  ± ml

11.303.0001 22.303.0001 1 0.01 0.007 Yellow 10

11.303.0002 22.303.0002 2 0.02 0.01 Black 10

11.303.0005 22.303.0005 5 0.05 0.03 Red 10

11.303.0010 22.303.0010 10 0.1 0.05 Orange 10

11.303.0020 22.303.0020 20 0.2 0.1 Yellow 10

11.303.0025 22.303.0025 25 0.2 0.1 Green 10

PIPETTE GRADUATED, COLOR CODED, CLASS B
In Compliance With DIN ISO 315 Standard Printed in amber color.

Mohr type Serological Capacity, Sub-div., Tolerance, Color Code Pack size

 ml ml  ±ml

10.302.0001 10.303.0001 1 0.01 0.01 Yellow 10

10.302.0002 10.303.0002 2 0.02 0.02 Black 10

10.302.0005 10.303.0005 5 0.05 0.05 Red 10

10.302.0010 10.303.0010 10 0.1 0.1 Orange 10

10.302.0020 10.303.0020 20 0.2 0.2 Yellow 10

10.302.0025 10.303.0025 25 0.2 0.2 Green 10
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Volumetric Flasks
www.supertekglassware.com

Supertek brand Volumetric Flasks are made from Low-expansion Boro 3.3 glass in conformance 

with ASTM E-438 TYPE 1 CLASS A glass and DIN ISO 3585 Standard. These flasks are calibrated 

on state of the art fully automatic Calibration machine.

This Flasks are manufactured in accordance to DIN ISO 1042 standard. All flasks are calibrated to 

contain (TC/In) at a +20 °C reference temperature. Total volume is marked with a circular 

graduation mark. 

Flasks have a tooled neck suitable for standard ground stoppers. These are available with 

Polypropylene and Glass stoppers. 

All" A" Class flasks are printed in amber color and "B" class in blue color. Available in Clear Glass 

and Amber Glass, these flasks have uniform thickness and accurate bore tubing used in the neck.

Volumetric Flasks are available with conformity batch certificates and Individual certificate, which 

can be downloaded from  Individual certificate is provided with the 

product. Batch certificate can also be provided with the product on request at extra cost. 

www.supertekglassware.com. 

FLASK VOLUMETRIC, WITH SNAP CAP,  
Conformity with Class  'A' DIN ISO 1042 Standard.

Batch  Individual Capacity, Tolerance, Pack size

Certificate Certificate  ml  ± ml

11.401.0050 22.401.0050 50 0.06 2

11.401.0100 22.401.0100 100 0.1 2

11.401.0200 22.401.0200 200 0.15 2

11.401.0250 22.401.0250 250 0.15 2

11.401.0500 22.401.0500 500 0.25 2

11.401.1000 22.401.1000 1000 0.4 2

CLASS A
 Printed in amber color.

Retrace
Code

DIN ISO
1042

Dish Washer
Durable

Print

ISO
17025
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FLASK VOLUMETRIC WITH POLYPROPYLENE STOPPER, CLASS A
Conformity with Class  'A' DIN ISO 1042 Standard.

Batch   Individual Capacity, Tolerance, Stopper Pack size

Certificate Certificate  ml ± ml Size

11.402.0005 22.402.0005 5 0.025 10/19 6

11.402.0010 22.402.0010 10 0.025 10/19 6

11.402.0020 22.402.0020 20 0.04 10/19 2

11.402.0025 22.402.0025 25 0.04 10/19 2

11.402.0050 22.402.0050 50 0.06 12/21 2

11.402.0100 22.402.0100 100 0.1 14/23 2

11.402.0200 22.402.0200 200 0.15 14/23 2

11.402.0250 22.402.0250 250 0.15 14/23 2

11.402.0500 22.402.0500 500 0.25 19/26 2

11.402.1000 22.402.1000 1000 0.4 24/29 2

11.402.2000 22.402.2000 2000 0.6 29/32 1

11.402.5000 22.402.5000 5000 1.2 34/35 1

 Printed in amber color.

FLASK VOLUMETRIC, WITH INTERCHANGEABLE 

GLASS  STOPPER, CLASS A
Conformity with Class  'A' DIN ISO 1042 Standard.

Batch  Individual Capacity, Tolerance, Stopper Pack size 

Certificate Certificate ml  ± ml Size

11.403.0005 22.403.0005 5 0.025 10/19 6

11.403.0010 22.403.0010 10 0.025 10/19 6

11.403.0020 22.403.0020 20 0.04 10/19 2

11.403.0025 22.403.0025 25 0.04 10/19 2

11.403.0050 22.403.0050 50 0.06 12/21 2

11.403.0100 22.403.0100 100 0.1 14/23 2

11.403.0200 22.403.0200 200 0.15 14/23 2

11.403.0250 22.403.0250 250 0.15 14/23 2

11.403.0500 22.403.0500 500 0.25 19/26 2

11.403.1000 22.403.1000 1000 0.4 24/29 2

11.403.2000 22.403.2000 2000 0.6 29/32 1

11.403.5000 22.403.5000 5000 1.2 34/35 1

 Printed in amber color.

DIN
12331

ISO
3819 A

121 °C
USP

StandardRetrace
Code

DIN ISO
385

DIN ISO
385Precision

Bore
Economy

Model

Shock
Resistant
Packing

Retrace
Code

DIN ISO
1042

ISO
17025

Best  
Seller

Dish Washer
Durable

Print
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FLASK VOLUMETRIC

STOPPER CLASS A
Conformity with Class  'A' DIN ISO 1042 Standard.

Batch  Individual Capacity, Tolerance, Stopper Pack size

Certificate  Certificate  ml ± ml  Size

11.404.0005 22.404.0005 5 0.025 10/19 6

11.404.0010 22.404.0010 10 0.025 10/19 6

11.404.0020 22.404.0020 20 0.04 10/19 2

11.404.0025 22.404.0025 25 0.04 10/19 2

11.404.0050 22.404.0050 50 0.06 12/21 2

11.404.0100 22.404.0100 100 0.1 14/23 2

11.404.0200 22.404.0200 200 0.15 14/23 2

11.404.0250 22.404.0250 250 0.15 14/23 2

11.404.0500 22.404.0500 500 0.25 19/26 2

11.404.1000 22.404.1000 1000 0.4 24/29 2

11.404.2000 22.404.2000 2000 0.6 29/32 1

,  AMBER GLASS WITH POLYPROPYLENE 

 Printed in white enamel.

FLASK VOLUMETRIC, AMBER GLASS WITH  INTERCHANGEABLE 

GLASS STOPPER, CLASS A
Conformity with Class  'A' DIN ISO 1042 Standard. Printed in white enamel.

Batch Individual Capacity, Tolerance, Stopper Pack size

Certificate Certificate ml  ± ml Size

11.405.0005 22.405.0005 5 0.025 10/19 6

11.405.0010 22.405.0010 10 0.025 10/19 6

11.405.0020 22.405.0020 20 0.04 10/19 2

11.405.0025 22.405.0025 25 0.04 10/19 2

11.405.0050 22.405.0050 50 0.06 12/21 2

11.405.0100 22.405.0100 100 0.1 14/23 2

11.405.0200 22.405.0200 200 0.15 14/23 2

11.405.0250 22.405.0250 250 0.15 14/23 2

11.405.0500 22.405.0500 500 0.25 19/26 2

11.405.1000 22.405.1000 1000 0.4 24/29 2

11.405.2000 22.405.2000 2000 0.6 29/32 1

Retrace
Code

DIN ISO
1042

ISO
17025

Best  
Seller

Dish Washer
Durable

Print
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FLASK VOLUMETRIC, CLEAR GLASS CLASS B
In Compliance With DIN ISO 1042 Standard. Printed in blue color.

  Capacity, Tolerance, Stopper Pack size

Snap Cap Polypropylene interchangeable  ml ± ml Size

 Stopper  glass stopper

10.402.0005 10.403.0005 5 0.05 10/19 6

 10.402.0010 10.403.0010 10 0.05 10/19 6

 10.402.0020 10.403.0020 20 0.08 10/19 2

 10.402.0025 10.403.0025 25 0.08 10/19 2

10.401.0050 10.402.0050 10.403.0050 50 0.12 12/21 2

10.401.0100 10.402.0100 10.403.0100 100 0.2 14/23 2

10.401.0200 10.402.0200 10.403.0200 200 0.3 14/23 2

10.401.0250 10.402.0250 10.403.0250 250 0.3 14/23 2

10.401.0500 10.402.0500 10.403.0500 500 0.5 19/26 2

10.401.1000 10.402.1000 10.403.1000 1000 0.8 24/29 2

 10.402.2000 10.403.2000 2000 1.2 29/32 1

 10.402.5000 10.403.5000 5000 2.4 34/35 1

 

DIN ISO
1042

Dish Washer
Durable

Print
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FLASK VOLUMETRIC, WITH  SCREW CAP, CLASS A
Conformity with Class  'A' DIN ISO 1042 Standard. Printed in amber color.

Batch    Individual Capacity, Tolerance, Pack size

Certificate Certificate  ml  ± ml

11.406.0025 22.406.0025 25 0.04 2

11.406.0050 22.406.0050 50 0.06 2

11.406.0100 22.406.0100 100 0.1 2

11.406.0200 22.406.0200 200 0.15 2

11.406.0250 22.406.0250 250 0.15 2

11.406.0500 22.406.0500 500 0.25 2

11.406.1000 22.406.1000 1000 0.4 2

FLASK VOLUMETRIC, AMBER GLASS, CLASS B
In Compliance With DIN ISO 1042 Standard. Printed in white color.

Polythene With Capacity, Tolerance, Stopper Pack size

Stopper Glass ml  ± ml  Size

 Stopper

10.404.0005 10.405.0005 5 0.05 10/19 6

10.404.0010 10.405.0010 10 0.05 10/19 6

10.404.0020 10.405.0020 20 0.08 10/19 2

10.404.0025 10.405.0025 25 0.08 10/19 2

10.404.0050 10.405.0050 50 0.12 12/21 2

10.404.0100 10.405.0100 100 0.2 14/23 2

10.404.0200 10.405.0200 200 0.3 14/23 2

10.404.0250 10.405.0250 250 0.3 14/23 2

10.404.0500 10.405.0500 500 0.5 19/26 2

10.404.1000 10.405.1000 1000 0.8 24/29 2

10.404.2000 10.405.2000 2000 1.2 29/32 1

DIN ISO
1042

Dish Washer
Durable

Print
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Supertek brand Cylinders are made from Low-expansion Boro 3.3 glass in conformance with 

ASTM E-438 TYPE 1 CLASS A glass and DIN ISO 3585 Standard. These cylinders are 

calibrated on state of the art fully Automatic Calibration machine.

The cylinders are printed  in durable amber stain as standard, which fuses into the glass. Each 

cylinder is calibrated as per DIN ISO 4788 standard and is calibrated to contain (In/TC)  at a +20 

°C reference temperature. Cylinders with graduation marks in blue and white enamel are also 

available on request. 

The large hexagonal base in HEX-BASE Cylinders prevent it from rolling off a laboratory bench. 

Measuring Cylinders are available with conformity batch certificates and Individual certificate, 

which can be downloaded from Individual certificate is provided 

with the product. Batch certificate can also be provided with the product on request at extra cost. 

www.supertekglassware.com.  

MEASURING CYLINDER WITH DETACHABLE PLASTIC BASE & 

PROTECTION COLLAR, CLASS A
Conformity with Class  'A' DIN ISO 4788 Standard.

Batch Individual  Capacity, Tolerance, Sub. Div. Pack size 

Certificate Certificate  ml  ml  ± ml

11.501.0005 22.501.0005 5 0.05 0.1 12

11.501.0010 22.501.0010 10 0.1 0.2 2

11.501.0025 22.501.0025 25 0.25 0.5 2

11.501.0050 22.501.0050 50 0.5 1 2

11.501.0100 22.501.0100 100 0.5 1 2

11.501.0250 22.501.0250 250 1 2 2

11.501.0500 22.501.0500 500 2.5 5 2

11.501.1000 22.501.1000 1000 5 10 1

Measuring Cylinders
www.supertekglassware.com

Retrace
Code

DIN ISO
4788

ISO
17025

Dish Washer
Durable

Print
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MEASURING CYLINDER WITH ROUND GLASS BASE,   
Conformity with Class  'A' DIN ISO 4788 Standard. Printed in amber color.

Batch Individual Capacity, Tolerance, Sub.-Div., Pack size

Certificate Certificate ml ± ml ml

11.502.0005 22.502.0005 5 0.05 0.1 12

11.502.0010 22.502.0010 10 0.1 0.2 2

11.502.0025 22.502.0025 25 0.25 0.5 2

11.502.0050 22.502.0050 50 0.5 1 2

11.502.0100 22.502.0100 100 0.5 1 2

11.502.0250 22.502.0250 250 1 2 2

11.502.0500 22.502.0500 500 2.5 5 2

11.502.1000 22.502.1000 1000 5 10 2

11.502.2000 22.502.2000 2000 10 20 1

CLASS A

MEASURING CYLINDER, WITH HEXAGONAL GLASS BASE, 

CLASS A 
Conformity with Class  'A' DIN ISO 4788 Standard. Printed in amber color. 

Batch  Individual Capacity, Tolerance, Sub.-Div. Pack size

Certificate Certificate ml ± ml  ml

11.504.0005 22.504.0005 5 0.05 0.1 12

11.504.0010 22.504.0010 10 0.1 0.2 2

11.504.0025 22.504.0025 25 0.25 0.5 2

11.504.0050 22.504.0050 50 0.5 1 2

11.504.0100 22.504.0100 100 0.5 1 2

11.504.0250 22.504.0250 250 1 2 2

11.504.0500 22.504.0500 500 2.5 5 2

11.504.1000 22.504.1000 1000 5 10 1

11.504.2000 22.504.2000  2000 10 20 1

MEASURING CYLINDER ACCURACY AS PER CLASS B
In Compliance With DIN ISO 4788 Standard.

With Plastic Round glass Hexagonal Capacity Tolerance Sub. Div. Pack size

detachable base base  ml ± ml  ml  

base   

10.501.0005 10.502.0005 10.504.0005 5 0.1 0.1 12

10.501.0010 10.502.0010 10.504.0010 10 0.2 0.2 2

10.501.0025 10.502.0025 10.504.0025 25 0.5 0.5 2

10.501.0050 10.502.0050 10.504.0050 50 1 1 2

10.501.0100 10.502.0100 10.504.0100 100 1 1 2

10.501.0250 10.502.0250 10.504.0250 250 2 2 2

10.501.0500 10.502.0500 10.504.0500 500 5 5 2

10.501.1000 10.502.1000 10.504.1000 1000 10 5 1*

 10.502.2000 10.504.2000 2000 20 10 1

*Pack of 2 in case of round base

Retrace
Code

DIN ISO
4788

ISO
17025

Best  
Seller

Dish Washer
Durable

Print



16

C
ylinders

V
O

L
U

M
E

T
R

IC
 G

L
A

S
S

W
A

R
E

MEASURING CYLINDER, WITH HEXAGONAL BASE

AND INTERCHANGEABLE POLYPROPYLENE STOPPER, CLASS A
Conformity with Class  'A' DIN ISO 4788 Standard. 

Batch   Individual Capacity, Tolerance, Sub. Div. Pack size

Certificate Certificate ml  ± ml  ml

11.505.0005 22.505.0005 5 0.05 0.1 12

11.505.0010 22.505.0010 10 0.1 0.2 2

11.505.0025 22.505.0025 25 0.25 0.5 2

11.505.0050 22.505.0050 50 0.5 1 2

11.505.0100 22.505.0100 100 0.5 1 2

11.505.0250 22.505.0250 250 1 2 2

11.505.0500 22.505.0500 500 2.5 5 2

11.505.1000 22.505.1000 1000 5 10 1

11.505.2000 22.505.2000 2000 10 20 1

MEASURING CYLINDER, WITH HEXAGONAL GLASS BASE

AND INTERCHANGEABLE GLASS STOPPER  CLASS A
Conformity with Class  'A' DIN ISO 4788 Standard. Printed in amber color.

Batch Individual Capacity, Tolerance, Sub. Div. Pack size

Certificate Certificate ml  ± ml  ml

11.507.0005 22.507.0005 5 0.05 0.1 12

11.507.0010 22.507.0010 10 0.1 0.2 2

11.507.0025 22.507.0025 25 0.25 0.5 2

11.507.0050 22.507.0050 50 0.5 1 2

11.507.0100 22.507.0100 100 0.5 1 2

11.507.0250 22.507.0250 250 1 2 2

11.507.0500 22.507.0500 500 2.5 5 2

11.507.1000 22.507.1000 1000 5 10 1

11.507.2000 22.507.2000 2000 10 20 1

Printed in amber color.

Retrace
Code

DIN ISO
4788

ISO
17025

Dish Washer
Durable

Print
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MEASURING CYLINDER, WITH ROUND GLASS 

BASE AND INTERCHANGEABLE POLYPROPYLENE STOPPER, CLASS A
Conformity with Class  'A' DIN ISO 4788 Standard. Printed in amber color.

Batch  Individual Capacity, Tolerance, Sub.-Div. Pack Size

Certificate Certificate ml  ± ml  ml

11.503.0005 22.503.0005 5 0.05 0.1 12

11.503.0010 22.503.0010 10 0.1 0.2 2

11.503.0025 22.503.0025 25 0.25 0.5 2

11.503.0050 22.503.0050 50 0.5 1 2

11.503.0100 22.503.0100 100 0.5 1 2

11.503.0250 22.503.0250 250 1 2 2

11.503.0500 22.503.0500 500 2.5 5 2

11.503.1000 22.503.1000 1000 5 10 2

11.503.2000 22.503.2000 2000 10 20 1 

MEASURING CYLINDER WITH ROUND GLASS BASE 

AND INTERCHANGABLE GLASS STOPPER, CLASS A
Conformity with Class  'A' DIN ISO 4788 Standard.

Batch Individual Capacity, Tolerance, Sub. Div. Pack Size

Certificate  Certificate ml ± ml  ml

11.506.0005 22.506.0005 5 0.05 0.1 12

11.506.0010 22.506.0010 10 0.1 0.2 2 

11.506.0025 22.506.0025 25 0.25 0.5 2 

11.506.0050 22.506.0050 50 0.5 1 2 

11.506.0100 22.506.0100 100 0.5 1 2

11.506.0250 22.506.0250 250 1 2 2

11.506.0500 22.506.0500 500 2.5 5 2

11.506.1000 22.506.1000 1000 5 10 2

11.506.2000 22.506.2000 2000 10 20 1

Retrace
Code

DIN ISO
4788

Dish Washer
Durable

Print

ISO
17025
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MEASURING CYLINDER, WITH STOPPERS, 
In Compliance With DIN ISO 4788 Standard.

With Hex With Hex With Round With Round Capacity, Tolerance, Sub.-Div. Pack Size

Base and  Base and  Base and  Base and  ml ± ml  ml

PP stopper glass stopper  PP stopper glass stopper

10.505.0005 10.507.0005 10.503.0005 10.506.0005 5 0.1 0.1 12

10.505.0010 10.507.0010 10.503.0010 10.506.0010 10 0.2 0.2 2

10.505.0025 10.507.0025 10.503.0025 10.506.0025 25 0.5 0.5 2

10.505.0050 10.507.0050 10.503.0050 10.506.0050 50 1 1 2

10.505.0100 10.507.0100 10.503.0100 10.506.0100 100 1 1 2

10.505.0250 10.507.0250 10.503.0250 10.506.0250 250 2 2 2

10.505.0500 10.507.0500 10.503.0500 10.506.0500 500 5 5 2

10.505.1000 10.507.1000 10.503.1000 10.506.1000 1000 10 5 1*

10.505.2000 10.507.2000 10.503.2000 10.506.2000 2000 20 10 1

Pack of 2 in case of round base

CLASS B

NESSLER CYLINDER
For color comparison.

Capacity, Sub.-Div. Tolerance, Pack Size

ml ml  ± ml  

11.508.0050 50 25 0.4 2

11.508.0100 100 50 0.8 2

DIN ISO
4788

Dish Washer
Durable

Print



19

B
ur

et
te

V
O

L
U

M
E

T
R

IC
 G

L
A

S
S

W
A

R
E

BURETTE, WITH PTFE KEY STOPCOCK, CLASS A
Conformity with class 'A' ASTM E 287 specifications, printed in blue color.

Batch Individual Capacity, Grad Interval, Tolerance, Pack Size  

Certificate Certificate ml ml (± ml)

44.102.0010 46.102.0010 10 0.05 0.02 1

44.102.0025 46.102.0025 25 0.1 0.03 1

44.102.0050 46.102.0050 50 0.1 0.05 1

44.102.0100 46.102.0100 100 0.2 0.1 1

BURETTE, WITH PTFE KEY STOPCOCK, CLASS B
In compliance with ASTM E 287 specifications, printed in blue color.

 Capacity, Sub-div Tolerance, Pack Size 

ml ml  (± ml)

48.102.0010 10 0.05 0.04 1

48.102.0025 25 0.1 0.06 1

48.102.0050 50 0.1 0.1 1

ASTM 

Supertek offers a range of volumetric glassware in conformity with ASTM 

Standards, manufactured from ASTM E 438 TYPE 1 CLASS 'A' BORO 3.3 

GLASS.

Burettes
www.supertekglassware.com

ASTM 
NEW
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PIPETTE VOLUMETRIC, CLASS  A
Conformity with ASTM E 969 specification. These pipettes are calibrated to deliver  (TD, Ex)

and are printed in amber color.

Batch Individual Capacity, Tolerance, Color coding Pack Size 

Certificate Certificate ml (± ml) band

44.301.0000 46.301.0000 0.5 0.006 2 BLACK 10

44.301.0001 46.301.0001 1 0.006 BLUE 10

44.301.0002 46.301.0002 2 0.006 ORANGE 10

44.301.0003 46.301.0003 3 0.01 BLACK 10

44.301.0004 46.301.0004 4 0.01 2 RED 5

44.301.0005 46.301.0005 5 0.01 WHITE 5

44.301.0006 46.301.0006 6 0.01 2 ORANGE 5

44.301.0007 46.301.0007 7 0.01 2 GREEN 5

44.301.0008 46.301.0008 8 0.02 BLUE 5

44.301.0009 46.301.0009 9 0.02 BLACK 5

44.301.0010 46.301.0010 10 0.02 RED 5

44.301.0015 46.301.0015 15 0.03 GREEN 5

44.301.0020 46.301.0020 20 0.03 YELLOW 5

44.301.0025 46.301.0025 25 0.03 BLUE 5

44.301.0030 46.301.0030 30 0.03 BLACK 5

44.301.0040 46.301.0040 40 0.05 WHITE 5

44.301.0050 46.301.0050 50 0.05 RED 5

44.301.0100 46.301.0100 100 0.08 YELLOW 1

PIPETTE, VOLUMETRIC CLASS B
In compliance with ASTM 969 specification, 

These Pipettes are calibrated to deliver (TD, Ex)  and are printed in amber color .

Capacity, Tolerance, Color coding Pack Size

ml (± ml) band

48.301.0000 0.5 0.012 2 BLACK 10

48.301.0001 1 0.012 2 BLUE 10

48.301.0002 2 0.012 2 ORANGE 10

48.301.0003 3 0.02 B LACK 10

48.301.0004 4 0.02 2 RED 5

48.301.0005 5 0.02 WHITE 5

48.301.0006 6 0.03 2 ORANGE 5

48.301.0007 7 0.03 GREEN 5

48.301.0008 8 0.04 BLUE 5

48.301.0009 9 0.04 BLACK 5

48.301.0010 10 0.04 RED 5

48.301.0015 15 0.06 GREEN 5

48.301.0020 20 0.06 YELLOW 5

48.301.0025 25 0.06 BLUE 5

48.301.0030 30 0.06 BLACK 5

48.301.0040 40 0.1 WHITE 5

48.301.0050 50 0.1 RED 5

48.301.0100 100 0.16 YELLOW 1

Pipettes
www.supertekglassware.com

ASTM 

NEW
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GRADUATED PIPETTES (MOHR), CLASS A 
In conformity with ASTM E 1293 specifications. These Pipettes are 

calibrated to deliver (TD, Ex)  and are printed in amber color.

.

Batch Individual Capacity, Sub-div. Tolerance, Color coding Pack Size 

Certificate Certificate ml ml (± ml) band  

44.302.0005 46.302.0005 0.1 0.01 0.0025 WHITE 10

44.302.0010 46.302.0010 0.2 0.01 0.004 BLACK 10

44.302.0015 46.302.0015 1 0.1 0.01 RED 10

44.302.0020 46.302.0020 1 0.01 0.01 YELLOW 10

44.302.0025 46.302.0025 2 0.1 0.01 GREEN 10

44.302.0030 46.302.0030 5 0.1 0.02 BLUE 10

44.302.0035 46.302.0035 10 0.1 0.03 ORANGE 10

44.302.0040 46.302.0040 25 0.1 0.05 WHITE 10

GRADUATED PIPETTES (MOHR), CLASS B
In compliance with ASTM 1293 specifications, These Pipettes are 

calibrated to deliver (TD, Ex) and are printed in amber color.

Capacity, Sub-div. Tolerance, Color coding Pack Size 

ml ml (± ml) band

48.302.0005 0.1 0.01 0.005 WHITE 10

48.302.0010 0.2 0.01 0.008 BLACK 10

48.302.0015 1 0.1 0.02 RED 10

48.302.0020 1 0.01 0.02 YELLOW 10

48.302.0025 2 0.1 0.02 GREEN 10

48.302.0030 5 0.1 0.04 BLUE 10

48.302.0035 10 0.1 0.06 ORANGE 10

48.302.0040 25 0.1 0.1 WHITE 10

GRADUATED PIPETTE, SEROLOGICAL, CLASS A
In conformity with ASTM E 1044 specifications. These Pipettes are 

calibrated to deliver  (TD, Ex) and are printed in amber color.

Batch  Individual Capacity, Sub-div. Tolerance, Color coding Pack Size 

Certificate Certificate ml ml (± ml) band

44.303.0005 46.303.0005 0.1 0.01 0.0025 WHITE 10

44.303.0010 46.303.0010 0.2 0.01 0.004 BLACK 10

44.303.0015 46.303.0015 1 0.1 0.01 RED 10

44.303.0020 46.303.0020 1 0.01 0.01 YELLOW 10

44.303.0025 46.303.0025 2 0.1 0.01 GREEN 10

44.303.0030 46.303.0030 5 0.1 0.02 BLUE 10

44.303.0035 46.303.0035 10 0.1 0.03 ORANGE 10

44.303.0040 46.303.0040 25 0.1 0.05 WHITE 10

GRADUATED PIPETTE (SEROLOGICAL), CLASS B
In compliance with ASTM 1044 specifications, These Pipettes are calibrated to deliver 

(TD, Ex)  and  are printed in amber color.

Capacity, Sub-div. Tolerance, Color coding Pack Size

ml ml (± ml) band  

48.303.0005 0.1 0.01 0.005 WHITE 10

48.303.0010 0.2 0.01 0.008 BLACK 10

48.303.0015 1 0.1 0.02 RED 10

48.303.0020 1 0.01 0.02 YELLOW 10

48.303.0025 2 0.1 0.02 GREEN 10

48.303.0030 5 0.1 0.04 BLUE 10

48.303.0035 10 0.1 0.06 ORANGE 10

48.303.0040 25 0.1 0.1 WHITE 10

NEWNEW
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VOLUMETRIC FLASK, WITH SNAP CAP, CLASS A
In conformity with ASTM E 288 specifications, printed in white color 

and are calibrated to contain (TC, IN).

Batch Individual Capacity, Tolerance, Pack Size

Certificate Certificate ml (± ml)

44.401.0050 46.401.0050 50 0.05 2

44.401.0100 46.401.0100 100 0.08 2

44.401.0200 46.401.0200 200 0.10 2

44.401.0250 46.401.0250 250 0.12 2

44.401.0500 46.401.0500 500 0.20 2

44.401.1000 46.401.1000 1000 0.30 2

44.401.2000 46.401.2000 2000 0.50 1

Volumetric Flasks
www.supertekglassware.com

VOLUMETRIC FLASK, WITH POLYPROPYLENE STOPPER 

CLASS A
In conformity with ASTM E 288 specifications. These flasks are printed in white color

and are calibrated to contain (TC, IN).

Batch Individual Capacity, Tolerance, Stopper Pack Size

Certificate Certificate ml (± ml) size

44.402.0005 46.402.0005 1 0.01 8 6

44.402.0010 46.402.0010 2 0.015 8 6

44.402.0015 46.402.0015 5 0.02 9 6

44.402.0025 46.402.0025 10 0.02 9 6

44.402.0035 46.402.0035 20 0.03 9 2

44.402.0045 46.402.0045 25 0.03 9 2

44.402.0055 46.402.0055 50 0.05 9 2

44.402.0065 46.402.0065 100 0.08 13 2

44.402.0075 46.402.0075 200 0.10 16 2

44.402.0085 46.402.0085 250 0.12 16 2

44.402.0095 46.402.0095 500 0.20 19 2

44.402.0100 46.402.0100 1000 0.30 22 2

44.402.0105 46.402.0105 2000 0.50 27 1

44.402.0110 46.402.0110 4000 1.20 38 1

ASTM 

NEW

NEW
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VOLUMETRIC FLASK WITH PTFE STOPPER, 
In conformity with ASTM E 288 specifications. These flasks are printed in white color 

and are calibrated to contain (TC, IN).

Batch Individual Capacity, Tolerance, Stopper Pack Size

Certificate Certificate ml (± ml)  size 

44.410.0005 46.410.0005 1 0.01 8 6

44.410.0010 46.410.0010 2 0.015 8 6

44.410.0015 46.410.0015 5 0.02 9 6

44.410.0025 46.410.0025 10 0.02 9 6

44.410.0035 46.410.0035 20 0.03 9 2

44.410.0045 46.410.0045 25 0.03 9 2

44.410.0055 46.410.0055 50 0.05 9 2

44.410.0065 46.410.0065 100 0.08 13 2

44.410.0075 46.410.0075 200 0.10 16 2

44.410.0085 46.410.0085 250 0.12 16 2

44.410.0095 46.410.0095 500 0.20 19 2

44.410.0100 46.410.0100 1000 0.30 22 2

44.410.0105 46.410.0105 2000 0.50 27 1

44.410.0110 46.410.0110 4000 1.20 38 1

CLASS A

AMBER VOLUMETRIC FLASK, WITH PENNY HEAD 

GLASS STOPPER, CLASS A
In conformity with ASTM E 288 specifications, 

and are calibrated to contain (TC, IN).

Batch Individual Capacity, Tolerance, Stopper Pack Size 

Certificate Certificate ml (± ml)  size 

44.412.0005 46.412.0005 1 0.01 8 6

44.412.0010 46.412.0010 2 0.015 8 6

44.412.0015 46.412.0015 5 0.02 9 6

44.412.0025 46.412.0025 10 0.02 9 6

44.412.0035 46.412.0035 20 0.03 9 2

44.412.0045 46.412.0045 25 0.03 9 2

44.412.0055 46.412.0055 50 0.05 9 2

44.412.0065 46.412.0065 100 0.08 13 2

44.412.0075 46.412.0075 200 0.10 16 2

44.412.0085 46.412.0085 250 0.12 16 2

44.412.0095 46.412.0095 500 0.20 19 2

44.412.0100 46.412.0100 1000 0.30 22 2

44.412.0105 46.412.0105 2000 0.50 2 1

These flasks are printed in white color

ASTM 

NEW

NEW
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AMBER VOLUMETRIC FLASK,  WITH PTFE STOPPER, CLASS A
In conformity with ASTM E 288 specifications, printed in white color.

and calibrated to contain (TC, IN).

Batch Individual Capacity, Tolerance, Stopper Pack Size 

Certificate Certificate ml (± ml) size 

44.414.0005 46.414.0005 1 0.01 8 6

44.414.0010 46.414.0010 2 0.015 8 6

44.414.0015 46.414.0015 5 0.02 9 6

44.414.0025 46.414.0025 10 0.02 9 6

44.414.0035 46.414.0035 20 0.03 9 2

44.414.0045 46.414.0045 25 0.03 9 2

44.414.0055 46.414.0055 50 0.05 9 2

44.414.0065 46.414.0065 100 0.08 13 2

44.414.0075 46.414.0075 200 0.101 6 2

44.414.0085 46.414.0085 250 0.12 16 2

44.414.0095 46.414.0095 500 0.20 19 2

44.414.0100 46.414.0100 1000 0.30 22 2

44.414.0105 46.414.0105 2000 0.50 2 1

ASTM 
NEW

For more details log on to www.shivsons.com

Filter Papers
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MEASURING CYLINDER GRADUATED, HEX BASE, TC CLASS A
In conformity with ASTM E 1272 specifications, with double metric scale, printed in white color

and calibrated to contain (TC, IN), with bumper guard.

Batch Individual Capacity, Sub-div., Tolerance Pack

Certificate Certificate ml ml  (± ml) Size

44.504.0010 46.504.0010 10 0.2 0.1 2

44.504.0025 46.504.0025 25 0.5 0.17 2

44.504.0050 46.504.0050 50 1 0.25 2

44.504.0100 46.504.0100 100 1 0.5 2

44.504.0250 46.504.0250 250 2 1 2

44.504.0500 46.504.0500 500 5 2 2

44.504.1000 46.504.1000 1000 10 3 1

44.504.2000 46.504.2000 2000 20 6 1

MEASURING CYLINDER GRADUATED, HEX BASE, TD CLASS A
In conformity with ASTM E 1272 specifications, with double metric scale,  printed in white color 

and calibrated to deliver (TD, Ex), with Bumper guard. 

Batch Individual Capacity, Sub-div., Tolerance, Pack 

Certificate Certificate ml ml  (± ml) Size

44.510.0010 46.510.0010 10 0.2 0.1 2

44.510.0025 46.510.0025 25 0.5 0.17 2

44.510.0050 46.510.0050 50 1 0.25 2

44.510.0100 46.510.0100 100 1 0.5 2

44.510.0250 46.510.0250 250 2 1 2

44.510.0500 46.510.0500 500 5 2 2

44.510.1000 46.510.1000 1000 10 3 1

44.510.2000 46.510.2000 2000 20 6 1

MEASURING CYLINDER GRADUATED, HEX BASE, TC CLASS B
In compliance with ASTM E 1272 specifications, with double metric scale,  printed in white 
color  and calibrated to contain (TC, IN), with bumper guard.

Capacity, Sub-div., Tolerance, Pack 

ml  ml (± ml) Size

48.504.0010 10 0.2 0.2 2

48.504.0025 25 0.5 0.34 2

48.504.0050 50 1 0.50 2

48.504.0100 100 1 1 2

48.504.0250 250 2 2 2

48.504.0500 500 5 4 2

48.504.1000 1000 10 6 1

48.504.2000 2000 20 12 1

MEASURING CYLINDER GRADUATED CLASS B, HEX BASE, TD
In compliance with ASTM E 1272 specifications, with double 

metric scale,  printed in white color and calibrated to delivery (TD, Ex), with bumper guard.

Capacity, Sub-div., Tolerance, Pack

 ml  (ml) (± ml) Size

48.510.0010 10 0.2 0.2 2

48.510.0025 25 0.5 0.34 2

48.510.0050 50 1 0.50 2

48.510.0100 100 1 1 2

48.510.0250 250 2 2 2

48.510.0500 500 5 4 2

48.510.1000 1000 10 6 1

48.510.2000 2000 20 12 1

Measuring Cylinders
www.supertekglassware.com

ASTM 

NEW



26

P
ipettes

V
O

L
U

M
E

T
R

IC
 G

L
A

S
S

W
A

R
E

USP
Companies producing pharmaceutical products for the USA market are supervised by

Food and Drug Administration (FDA) and have to meet the requirements of the

USP (United States Pharmacopeia). The USP standard has some deviation from 

DIN/ISO standards and covers following products

* Volumetric Pipettes

* Measuring Pipettes

* Measuring Cylinder

* Volumetric Flasks

Supertek brand USP glassware has tolerances as mentioned in USP requirement, 

however may not meet all detailed in constructions as mentioned in  USP requirement.  All  

Supertek USP glassware comes with a permanents identification number and individual 

conformity certificate, which is provided with the apparatus. These are manufactured from 

ASTM E-438 TYPE 1 CLASS A BORO 3.3 GLASS.

VOLUMETRIC PIPETTES ONE MARK 
In  with USP Standard, Printed in amber color and calibrated to deliver (TD, Ex)

Individual Capacity, Color Tolerance,

Certificate ml code (+ml)

50.301.0000 0.5 2 BLACK 0.006 10

50.301.0001 1 BLUE 0.006 10

50.301.0002 2 ORANGE 0.006 10

50.301.0003 3 BLACK 0.010 10

50.301.0004 4 2 RED 0.010 5

50.301.0005 5 WHITE 0.010 5

50.301.0006 6 2 ORANGE 0.010 5

50.301.0007 7 2 GREEN 0.010 5

50.301.0008 8 BLUE 0.020 5

50.301.0009 9 BLACK 0.020 5

50.301.0010 10 RED 0.020 5

50.301.0015 15 GREEN 0.030 5

50.301.0020 20 YELLOW 0.030 5

50.301.0025 25 BLUE 0.030 5

50.301.0030 30 BLACK 0.030 5

50.301.0040 40 WHITE 0.050 5

50.301.0050 50 RED 0.050 5

50.301.0100 100 YELLOW 0.080 2

GRADUATED PIPETTES SEROLOGICAL, CLASS A, Type 3 
In conformity with USP Standard, Printed in amber color and calibrated to deliver (TD, Ex)

Individual Capacity, Color Tolerance,

Certificate ml code (+ml)

50.303.0005 0.1 WHITE 0.010 10

50.303.0010 0.2 BLACK 0.010 10

50.303.0015 1 YELLOW 0.010 10

50.303.0020 2 BLACK 0.010 10

50.303.0025 5 RED 0.020 10

50.303.0030 10 ORANGE 0.030 10

50.303.0035 25 WHITE 0.050 10

,CLASS A
conformity

Pack Size

Pack Size

USP 

NEW
NEW
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VOLUMETRIC FLASK CLEAR GLASS, WITH POLYPROPYLENE 

STOPPER, CLASS A
In Conformity with USP Standard, Printed in white color and calibrated to contain (TC, IN)

Individual Capacity, Socket Tolerance,

Certificate ml size (+ml)

50.402.0005 5 10/19 0.020 25

50.402.0010 10 10/19 0.020 25

50.402.0020 20 10/19 0.030 2

50.402.0025 25 10/19 0.030 2

50.402.0050 50 12/21 0.050 2

50.402.0100 100 14/23 0.080 2

50.402.0200 200 14/23 0.100 2

50.402.0250 250 14/23 0.120 2

50.402.0500 500 19/26 0.150 2

50.402.1000 1000 24/29 0.300 2

50.402.2000 2000 29/32 0.500 1

Pack Size

VOLUMETRIC FLASK AMBER GLASS, WITH POLYPROPYLENE 

STOPPER, CLASS A
In conformity with USP Standard, printed in white color and calibrated to contain(TC, IN)

Individual Capacity, Socket Tolerance,

Certificate ml size (+ml)

50.404.0005 5 10/19 0.020 25

50.404.0010 10 10/19 0.020 25

50.404.0020 20 10/19 0.030 2

50.404.0025 25 10/19 0.030 2

50.404.0050 50 12/21 0.050 2

50.404.0100 100 14/23 0.080 2

50.404.0200 200 14/23 0.100 2

50.404.0250 250 14/23 0.120 2

50.404.0500 500 19/26 0.150 2

50.404.1000 1000 24/29 0.300 2

50.404.2000 2000 29/32 0.500 1

Pack Size

USP 
NEW

NEW
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MEASURING CYLINDER WITH HEXAGONAL BASE, CLASS A 
In Conformity with USP Standard, printed in blue color and calibrated to contain (TC, IN)

Individual Capacity, Sub-div. Tolerance, Pack Size

Certificate ml ml (+ml)

50.504.0010 10 0.2 0.10 2

50.504.0025 25 0.5 0.15 2

50.504.0050 50 1.0 0.25 2

50.504.0100 100 1.0 0.50 2

50.504.0250 250 2.0 1.00 2

50.504.0500 500 5.0 1.50 2

50.504.1000 1000 10.0 3.00 1

50.504.2000 2000 20.0 6.00 1

NEWUSP 

Notes



Interchangeable
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Interchangeable Glassware
www.supertekglassware.com

CONE SINGLE, MEDIUM LENGTH
Conformity to ISO 383/DIN 12249 Standards.

Cone size Approx. o.d. Total length,

of tube, mm mm

14.104.0005 7/16 6 120±10 12

14.104.0010 10/19 8 120±10 12

14.104.0015 12/21 9 120±10 12

14.104.0020 14/23 13 120±10 12

14.104.0025 19/26 16 120±15 12

14.104.0030 24/29 22 120±15 12

14.104.0035 29/32 26 120±15 12

14.104.0040 34/35 30 120±15 12

14.104.0045 * 40/38 36 120±15 12

14.104.0050 45/40 40 120±15 12

14.104.0055 * 50/42 45 120±15 12

14.104.0060 * 55/44 50 120±15 12

*Non DIN size

Pack Size

CONE WITH TIP, MEDIUM LENGTH
Conformity to ISO 383/DIN 12249 Standards.

Cone size Approx. o.d. Total length,

of tube, mm mm

14.108.0005 7/16 6 120±10 12

14.108.0010 10/19 8 120±10 12

14.108.0015 12/21 9 120±10 12

14.108.0020 14/23 13 120±10 12

14.108.0025 19/26 16 125±10 12

14.108.0030 24/29 22 135±15 12

14.108.0035 29/32 26 135±15 12

14.108.0040 34/35 30 150±15 12

14.108.0045 * 40/38 36 135±15 12

14.108.0050 45/40 40 150±15 12

14.108.0055 * 50/42 45 150±15 12

14.108.0060 * 55/44 50 150±15 12

*Non DIN size

Pack Size

SOCKET SINGLE, MEDIUM LENGTH
Conformity to ISO 383/DIN 12249 Standards.      

Socket size Approx. o.d. Total length, 

of  tube, mm mm

14.101.0005 7/16 10 120±10 12

14.101.0010 10/19 13 120±10 12

14.101.0015 12/21 16 120±10 12

14.101.0020 14/23 18 120±10 12

14.101.0025 19/26 22 120±15 12

14.101.0030 24/29 28 120±15 12

14.101.0035 29/32 32 120±15 12

14.101.0040 34/35 38 120±15 12

14.101.0045 * 40/38 45 120±15 12

14.101.0050 45/40 50 120±15 12

14.101.0055 * 50/42 55 120±15 12

14.101.0060 * 55/44 60 120±15 12

*Non DIN size

Pack Size

ISO
383

DIN
12249
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CONE, FULL LENGTH
Conformity to ASTM E-676 Standard.

Cone size Approx. o.d. Total length,

of tube, mm mm

14.116.0005 5/20 4 120±10 12

14.116.0010 7/25 6 120±10 12

14.116.0015 10/30 8 120±10 12

14.116.0020 12/32 10 120±10 12

14.116.0025 14/35 13 120±10 12

14.116.0030 19/38 16 120±10 12

14.116.0035 24/40 22 150±15 12

14.116.0040 29/42 26 150±15 12

14.116.0045 34/45 30 150±15 12

14.116.0050 45/50 40 150±15 12

Pack Size

SOCKET, DOUBLE (ONE AT EACH END)
Conformity to ISO 383/DIN 12249 Standards.

Socket size Approx. o.d. Total length,

of tube, mm mm

14.120.0005 * 7/16 11 135±2 12

14.120.0010 * 10/19 14 135±2 12

14.120.0015 14/23 18 135±2 12

14.120.0020 19/26 22 140±2 12

14.120.0025 24/29 28 170±5 12

14.120.0030 29/32 32 170±5 12

14.120.0040 34/35 38 180±5 12

*Non DIN size

Pack Size

SOCKET, FULL LENGTH SINGLE
Conformity to ASTM E-676 Standard.

Socket size Approx. o.d. Total length,

of tube, mm mm

14.112.0005 7/25 10 120±10 12

14.112.0010 10/30 13 120±10 12

14.112.0015 12/32 16 120±10 12

14.112.0020 14/35 18 120±10 12

14.112.0025 19/38 22 125±10 12

14.112.0030 24/40 28 135±15 12

14.112.0035 29/42 32 135±15 12

14.112.0040 34/45 38 150±15 12

14.112.0045 45/50 50 150±15 12

Pack Size
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CONE, DOUBLE (ONE AT EACH END)

Pack Size

Conformity to ISO 383/DIN 12249 Standards.

Cone size Approx. o.d. Total length,

of tube, mm mm

14.124.0005 * 10/19 8 90±5 12

14.124.0010 14/23 13 90±5 12

14.124.0015 19/26 16 90±5 12

14.124.0020 24/29 22 110±10 12

14.124.0025 29/32 26 110±10 12

14.124.0030 34/35 30 120±10 12

*Non DIN size

SPHERICAL JOINT, BALL
Conformity to DIN 12264 Standards.

Cup joint Min. Shank 

male length, mm

14.128.0005 S13 100 12

14.128.0010 S13 100 12

14.128.0015 S19 100 12

14.128.0020 S29 100 12

14.128.0025 S35 100 12

14.128.0030 S41 100 12

Pack Size

SPHERICAL JOINT, CUP

Pack Size

Conformity DIN 12264 Standards.

Cup joint Min. Shank

female  length, mm

14.132.0005 S13 100 12

14.132.0010 S13 100 12

14.132.0015 S19 100 12

14.132.0020 S29 100 12

14.132.0025 S35 100 12

14.132.0030 S41 100 12

Joints
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383
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12264

DIN
12264



Jo
in

t C
lip

s
IN

T
E

R
C

H
A

N
G

E
A

B
L

E
 G

L
A

S
S

W
A

R
E

33

JOINT CLIP, METAL
Manufactured from corrosion resistant stainless steel metal. 

Used for retaining of spherical joints. 

To fit spherical Pack Size

joint size

14.136.0005 S13 10

14.136.0010 S19 10

14.136.0015 S29 10

14.136.0020 S35 10

14.136.0025 S41 10

JOINT CLIP, PP   
Autoclavable

To fit Conical Pack Size

 joint size

14.140.0005 14/23 100

14.140.0010 19/26 100

14.140.0015 24/29 100

14.140.0020 29/32 100

A
121 °C

Chemical 
Resistant
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STOPPER, HOLLOW, HEXAGONAL HEAD 
Conformity to DIN 12252 Standard.

Flat Bottom Cone   Pack Size

Bottom with tip

14.201.0005 14.202.0005 10/19 12

14.201.0010 14.202.0010 12/21 12

14.201.0015 14.202.0015 14/23 12

14.201.0020 14.202.0020 19/26 12

14.201.0025 14.202.0025 24/29 12

14.201.0030 14.202.0030 29/32 12

14.201.0035 14.202.0035 34/35 12

STOPPER, SOLID PENNY OR FLAT HEAD

Cone   Pack Size

14.204.0005 10/19 12

14.204.0010 14/23 12

14.204.0015 19/26 12

14.204.0020 24/29 12

14.204.0025 * 29/32 12

14.204.0030 * 34/35 12

*Non DIN size

SOLID, PENNY HEAD GLASS STOPPERS  

Stopper No.

014.206.0005 13 12

014.206.0010 16 12

014.206.0015 19 12

014.206.0020 22 12

014.206.0025 27 12

Pack Size

DIN
12252

ASTM 
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POLYPROPYLENE STOPPER, HEXAGONAL. WHITE & BLUE 
Conformity to DIN 12254 Standard.

Cone               Pack Size

14.208.0005 10/19 100

14.208.0010 12/21 100

14.208.0015 14/23 100

14.208.0020 19/26 100

14.208.0025 24/29 50

14.208.0030 29/32 50

14.208.0040 * 34/35 50

*Non DIN size

REDUCTION ADAPTER
Conformity to DIN 12257 Standard.

Socket size Cone size Pack Size

14.301.0005 * 14/23 14/23 12

14.301.0010 14/23 19/26 12

14.301.0015 * 14/23 24/29 12

14.301.0020 14/23 29/32 12

14.301.0025 19/26 24/29 12

14.301.0030 19/26 29/32 12

14.301.0035 19/26 34/35 12

14.301.0040 19/26 40/38 12

14.301.0045 19/26 45/40 12

14.301.0050 19/26 55/44 12

14.301.0055 * 24/29 29/32 12

14.301.0060 * 24/29 34/35 12

14.301.0065 * 24/29 40/38 12

14.301.0070 * 24/29 45/40 12

14.301.0075 * 24/29 50/42 12

14.301.0080 * 24/29 55/44 12

14.301.0085 29/32 34/35 12

14.301.0090 29/32 40/38 12

14.301.0095 29/32 45/40 12

14.301.0100 * 34/35 40/38 12

14.301.0105 * 34/35 45/40 12

14.301.0110 * 34/35 50/42 12

*Non DIN size

DIN
12254

DIN
12257
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EXPANSION ADAPTER

Conformity to DIN 12257 Standard.

Socket size Cone size Pack Size

14.304.0005 19/26 14/23 12

14.304.0010 * 24/29 14/23 12

14.304.0015 * 24/29 19/26 12

14.304.0020 29/32 14/23 12

14.304.0025 29/32 19/26 12

14.304.0030 * 29/32 24/29 12

14.304.0035 * 34/35 19/26 12

14.304.0040 * 34/35 24/29 12

14.304.0045 * 34/35 29/32 12

14.304.0050 * 40/38 24/29 12

14.304.0055 * 45/40 29/32 12

*Non DIN size

BUSHING ADAPTERS. WITH DRIP TIP 

Socket size Cone   

14.308.0005 14/23 19/26 25

14.308.0010 19/26 29/32 25

Pack Size

MULTIPLE ADAPTER. With TWO NECKS PARALLEL
Conformity to DIN 12594.

Socket size Cone size Pack Size

14.312.0005 14/23 14/23 1

14.312.0010 * 14/23 19/26 1

14.312.0015 19/26 19/26 1

14.312.0020 * 19/26 24/29 1

14.312.0025 * 24/29 24/29 1

14.312.0030 * 19/26 34/35 1

14.312.0035 29/32 29/32 1

*Non DIN size

DIN
12257

A
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MULTIPLE ADAPTER, WITH TWO NECKS, ONE 

VERTICAL & ONE AT 45°

Socket size Cone size Pack Size

14.316.0005 14/23 14/23 1

14.316.0010 14/23 19/26 1

14.316.0015 14/23 24/29 1

14.316.0020 19/26 19/26 1

14.316.0025 19/26 24/29 1

14.316.0030 14/23 29/32 1

14.316.0035 29/32 29/32 1

MULTIPLE ADAPTER, WITH THREE NECKS, TWO PARALLEL & ONE 

AT 45°

Vertical Inclined Cone size Pack Size

Socket size Socket size

14.320.0005 19/26 19/26 19/26 1

14.320.0010 19/26 19/26 24/29 1

14.320.0015 14/23 14/23 29/32 1

14.320.0020 19/26 19/26 29/32 1

14.320.0025 29/32 29/32 29/32 1

14.320.0030 24/29 24/29 24/29 1

SWAN NECK ADAPTER WITH SCREW THREAD, FOR USE WITH 

THERMOMETER OR AIR LEAK TUBE

Socket size Cone size Pack Size

14.324.0005 14/23 19/26 1

14.324.0010 19/26 19/26 1

14.324.0015 19/26 24/29 1

14.324.0020 24/29 24/29 1

14.324.0025 29/32 29/32 1

A
da

pt
er

s
IN

T
E

R
C

H
A

N
G

E
A

B
L

E
 G

L
A

S
S

W
A

R
E



38

CONICAL/SPHERICAL ADAPTER - SOCKET TO BALL

Socket size Ball size Pack Size

14.328.0005 19/26 S29 10

14.328.0010 24/29 S35 10

CONICAL/SPHERICAL ADAPTER - CONE TO CUP

Cone size Cup Size Pack Size

14.332.0005 19/26 S29 10

14.332.0010 24/29 S35 10

RECEIVER DELIVERY ADAPTER - SHORT STEM

Socket size Approx. Pack Size

Length, mm

14.336.0005 14/23 65 1

14.336.0010 19/26 65 1

14.336.0015 24/29 65 1

14.336.0020 29/32 65 1
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RECEIVER DELIVERY ADAPTER - LONG STEM

Socket size Approx. 

Length, mm

14.340.0005 14/23 190 1

14.340.0010 19/26 200 1

14.340.0015 24/29 200 1

14.340.0020 29/32 200 1

Pack Size

RECEIVER ADAPTER - STRAIGHT DELIVERY 

Socket size

14.344.0005 14/23 10

14.344.0010 19/26 10

14.344.0015 24/29 10

14.344.0020 29/32 10

Pack Size

RECEIVER ADAPTER - PLAIN BEND

Socket size Cone size

14.348.0005 14/23 14/23 1

14.348.0010 14/23 19/26 1

14.348.0015 19/26 19/26 1

14.348.0020 19/26 24/29 1

14.348.0025 24/29 24/29 1

14.348.0030 29/32 29/32 1

Pack Size
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RECEIVER ADAPTER WITH VACUUM CONNECTION
In conformity to DIN 12594

Bend type Straight type Socket size Cone size Pack Size 

14.355.0005 14.356.0005 14/23 14/23 1

14.355.0010* 14.356.0010* 14/23 19/26 1

14.355.0015 14.356.0015 19/26 19/26 1

14.355.0020* 14.356.0020* 19/26 24/29 1

14.355.0025* 14.356.0025* 24/29 24/29 1

14.355.0030* 14.356.0030* 24/29 29/32 1

14.355.0035 14.356.0035 29/32 29/32 1

*Non DIN

RECEIVER ADAPTER, SOCKET TO CONE, WITH VERTICAL SOCKET

Socket size Cone size Pack Size

14.360.0005 14/23 14/23 1

14.360.0010 19/26 19/26 1

14.360.0015 19/26 24/29 1

14.360.0020 24/29 24/29 1

14.360.0025 29/32 29/32 1

RECEIVER ADAPTER - BEND WITH VENT

Socket size Cone size

14.352.0005 14/23 14/23 1

14.352.0010 19/26 19/26 1

14.352.0015 19/26 24/29 1

14.352.0020 24/29 24/29 1

14.352.0025 29/32 29/32 1

Pack Size

A
dapters
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RECOVERY BEND, SLOPING

Cone Size Cone Size to Pack Size

to fit flask  fit condenser

14.368.0005 14/23 14/23 1

14.368.0010 24/29 14/23 1

14.368.0015 19/26 19/26 1

14.368.0020 24/29 19/26 1

14.368.0025 29/32 19/26 1

14.368.0030 29/32 29/32 1

14.368.0035 24/29 24/29 1

14.368.0040 34/35 24/29 1

14.368.0045 29/32 24/29 1

14.368.0050 34/35 34/35 1

RECOVERY BEND, VERTICAL

Cone Size Cone Size to

to fit flask  fit condenser

14.372.0005 14/23 14/23 1

14.372.0010 19/26 19/26 1

14.372.0015 24/29 19/26 1

14.372.0020 24/29 24/29 1

14.372.0025 29/32 29/32 1

Pack Size

RECEIVER ADAPTER, WITH MULTIPLE CONNECTION

Socket Size Cone Size Pack Size

14.364.0005 14/23 14/23 1

14.364.0010 14/23 19/26 1

14.364.0015 19/26 19/26 1
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STILL HEAD, PLAIN WITH THERMOMETER SOCKET

Socket Size Cone Size Cone Size to 

to fit flask fit condenser

14.376.0005 14/23 14/23 14/23 1

14.376.0010 14/23 19/26 19/26 1

14.376.0015 14/23 24/23 19/26 1

14.376.0020 14/23 29/32 19/26 1

14.376.0025 14/23 34/35 19/26 1

14.376.0030 14/23 24/29 24/29 1

14.376.0035 14/23 34/35 24/29 1

14.376.0040 14/23 29/32 24/29 1

14.376.0045 14/23 29/32 29/32 1

14.376.0045 14/23 34/35 29/32 1

Pack Size

CLAISEN HEAD, SLOPING, WITH TWO 14/23 SOCKETS

Socket Size Cone Size Cone Size to

 to fit flask  fit condenser

14.380.0005 14/23 14/23 14/23 1

14.380.0010 14/23 19/26 19/26 1

14.380.0015 14/23 24/29 19/26 1

14.380.0020 14/23 24/29 24/29 1

14.380.0025 14/23 29/32 29/32 1

14.380.0030 14/23 34/35 24/29 1

Pack Size

SPLASH HEAD ADAPTER, PEAR SHAPE, STRAIGHT

Socket to Cone to fit 

fit flask condenser

14.384.0005 14/23 14/23 1

14.384.0010 19/26 24/29 1

14.384.0015 29/32 29/32 1

Pack Size

A
dapters
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SPLASH HEAD, PEAR SHAPE, VERTICAL

Cone to Cone to fit Pack Size

fit flask condenser

14.388.0005 14/23 14/23 1

14.388.0010 19/26 19/26 1

14.388.0015 24/29 19/26 1

14.388.0020 24/29 24/29 1

14.388.0025 29/32 29/32 1

SPLASH HEAD, PEAR SHAPE, SLOPING

Cone to Cone to fit Pack Size

fit flask condenser

14.392.0005 14/23 14/23 1

14.392.0010 19/26 19/26 1

14.392.0015 24/29 19/26 1

14.392.0020 24/29 24/29 1

14.392.0025 29/32 29/32 1

STEAM DISTILLATION HEAD, SLOPING

Cone to Cone to fit Pack Size

 fit flask condenser

14.396.0005 24/29 19/26 1

14.396.0010 34/35 19/26 1

14.396.0015 34/35 24/29 1
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ADAPTER, CONE TO FLEXIBLE TUBING RIGHT ANGLE 

CONNECTION WITH SCREW THREAD

STRAIGHT RIGHT ANGLE Socket Pack Size

14.399.0005 14.400.0005 14/23 1

14.399.0010 14.400.0010 19/26 1

14.399.0015 14.400.0015 24/29 1

14.399.0020 14.400.0020 29/32 1

ADAPTER, CONE TO FLEXIBLE TUBING, STRAIGHT 

CONNECTION WITH GLASS STOPCOCK

Cone Pack Size

14.404.0005 14/23 1

14.404.0010 19/26 1

14.404.0015 24/29 1

14.404.0020 29/32 1

(Also available with PTFE key & Needle Valve stopcock on request. Please ask for Prices)

ADAPTER, CONE TO FLEXIBLE TUBING, RIGHT ANGLE 

CONNECTION WITH GLASS STOPCOCK

Cone Pack Size

14.408.0005 14/23 1

14.408.0010 19/26 1

14.408.0015 24/29 1

14.408.0020 29/32 1

(Also available with PTFE key & Needle Valve stopcock on request. Please ask for Prices)
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ADAPTER, SOCKET TO FLEXIBLE TUBING, STRAIGHT 

CONNECTION WITH GLASS STOPCOCK

Socket Pack Size

14.412.0005 14/23 1

14.412.0010 19/26 1

14.412.0015 24/29 1

14.412.0020 29/32 1

(Also available with PTFE key & Needle Valve stopcock on Request. Please ask for Prices)

ADAPTER, SOCKET TO FLEXIBLE TUBING, RIGHT ANGLE 

CONNECTION WITH GLASS STOPCOCK

Socket Pack Size

14.416.0005 14/23 1

14.416.0010 19/26 1

14.416.0015 24/29 1

14.416.0020 29/32 1

(Also available with PTFE key & Needle Valve stopcock on Request. Please ask for Prices)

ADAPTER, CONE WITH STEM TO FLEXIBLE TUBING

 RIGHT ANGLE CONNECTION

Socket Pack Size

14.420.0005 14/23 1

14.420.0010 19/26 1

14.420.0015 24/29 1

14.420.0020 29/32 1
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ADAPTER, SOCKET TO FLEXIBLE TUBING STRAIGHT CONNECTION

Socket Pack Size

14.424.0005 14/23 1

14.424.0010 19/26 1

14.424.0015 34/29 1

14.424.0020 39/32 1

ADAPTER, SOCKET TO CONE WITH SIDE ARM AND SCREW THREAD

Socket size Cone size Pack Size

14.428.0005 14/23 14/23 1

14.428.0010 14/23 19/26 1

14.428.0015 14/23 24/29 1

14.428.0020 14/23 29/32 1

14.428.0025 19/26 19/26 1

14.428.0030 19/26 24/26 1

14.428.0035 19/26 29/32 1

14.428.0040 24/29 24/29 1

14.428.0045 24/29 29/32 1

14.428.0050 29/32 29/32 1

U TUBE WITH TWO SOCKETS

Socket Pack Size

14.432.0005 14/23 10

14.432.0010 19/26 10

A
dapters
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DRYING TUBE

Cone Pack Size

14.436.0005 14/23 10

14.436.0010 19/26 10

14.436.0015 24/29 10

14.436.0020 29/32 10

THERMOMETER POCKET 

Cone Approx stem Pack Size

 length, mm

14.440.0005 14/23 45 10

14.440.0010 19/26 45 10

AIR LEAK TUBE/GAS INLET TUBE

Cone Pack Size

14.444.0005 14/23 10

14.444.0010 19/26 10

14.444.0015 14/29 10

14.444.0020 29/32 10
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ADAPTER CONE SCREW THREAD

To fit stirrer Cone Pack Size

14.448.0005 6 mm 14/23 10

14.448.0010 6 mm 19/26 10

14.448.0015 6 mm 14/29 10

14.448.0020 6 mm 29/32 10

PLASTIC HOSE CONNECTION

Thread GL Type Pack Size

14.452.01 14 Straight 100

A
dapters

IN
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SCREW THREAD CAP

Thread GL Type Pack Size

14.454.01 14 Straight 100

NEW

NEW
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Condensers
www.supertekglassware.com

Supertek brand condensers are manufactured from low-expansion 

Glass as per ASTM E-438 Type-1 standard and DIN ISO 3585. These 

condensers have a standard taper joint with drip tip.

Boro 3.3 

CONDENSER, AIR

Effective Socket Cone Pack Size

Length, mm Size Size

16.101.0005 200 14/23 14/23 1

16.101.0010 200 19/26 19/26 1

16.101.0015 250 24/29 24/29 1

16.101.0020 400 19/26 19/26 1

16.101.0025 500 24/29 24/29 1

16.101.0030 500 34/35 34/35 1

16.101.0035 600 19/26 19/26 1

16.101.0040 750 24/29 24/29 1

16.101.0045 750 - 19/26 1

16.101.0050 750 - 24/29 1

16.101.0055 1000 - 19/26 1

16.101.0060 1000 - 24/29 1

NOTE : All condensers can be supplied with different joint sizes as per requirement 
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CONDENSER, LIEBIG
Conformity to DIN 12576.

Glass Screw  Effective Socket Cone Pack Size

Connector Thread Length, Size Size

Connector mm 

16.104.0005 * 16.104.5005 * 200 - - 1

16.104.0010 * 16.104.5010 * 250 - - 1

16.104.0015 * 16.104.5015 * 300 - - 1

16.104.0020 * 16.104.5020 * 400 - - 1

16.104.0025 * 16.104.5025 * 450 - - 1

16.104.0030 * 16.104.5030 * 500 - - 1

16.104.0035 16.104.5035 160 14/23 14/23 1

16.104.0040 16.104.5040 250 19/26 19/26 1

16.104.0045 16.104.5045 250 24/29 24/29 1

16.104.0050 * 16.104.5050 * 250 29/32 29/32 1

16.104.0055 * 16.104.5055 * 300 24/29 24/29 1

16.104.0060 * 16.104.0060 * 300 29/32 29/32 1

16.104.0075 * 16.104.5075 * 400 19/26 19/26 1

16.104.0080 16.104.5080 400 24/29 24/29 1

16.104.0085 16.104.5085 400 29/32 29/32 1

* Non DIN sizes

DIN
12576 DIN

12576
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Liebig condensers have a basic  circulating design.It consists of 

an inner straight tube and an outer tube having connector for fluid 

inflow and outflow. Connectors can be of glass or plastic screw thread 

as per requirement. 

fluid
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CONDENSER, COIL, GRAHAM (COIL DISTILLATE TYPE)

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

16.108.0005 16.108.5005 200 - - 1

16.108.0010 16.108.5010 300 - - 1

16.108.0015 16.108.5015 400 - - 1

16.108.0020 16.108.5020 500 - - 1

16.108.0025 16.108.5025 160 14/23 14/23 1

16.108.0030 16.108.5030 160 19/26 19/26 1

16.108.0035 16.108.5035 250 19/26 19/26 1

16.108.0040 16.108.5040 250 24/29 24/29 1

16.108.0045 16.108.5045 300 19/26 19/26 1

16.108.0050 16.108.5050 300 24/29 24/29 1

16.108.0055 16.108.5055 400 24/29 24/29 1

16.108.0060 16.108.5060 500 24/29 24/29 1

16.108.0065 16.108.5065 500 34/35 34/35 1

16.108.0070 16.108.5070 600 34/35 34/35

CONDENSER, COIL, GRAHAM (JACKET DISTILLATE TYPE) 

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

16.112.0005 16.112.5005 200 - - 1

16.112.0010 16.112.5010 300 - - 1

16.112.0015 16.112.5015 400 - - 1

16.112.0020 16.112.5020 500 - - 1

16.112.0025 16.112.5025 160 14/23 14/23 1

16.112.0030 16.112.5030 160 19/26 19/26 1

16.112.0035 16.112.5035 250 19/26 19/26 1

16.112.0040 16.112.5040 250 24/29 24/29 1

16.112.0045 16.112.5045 300 19/26 19/26 1

16.112.0050 16.112.5050 300 24/29 24/29 1

16.112.0055 16.112.5055 400 24/29 24/29 1

16.112.0060 16.112.5060 500 24/29 24/29 1

16.112.0065 16.112.5065 500 34/35 34/35 1

16.112.0070 16.112.5070 600 34/35 34/35 1
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Best  
Seller
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CONDENSER, COIL, REVERSIBLE

16.116.0005 16.116.5005 160 - 19/26 & 24/29 1

16.116.0010 16.116.5010 160 - 24/29 & 24/29 1

16.116.0015 16.116.5015 160 - 24/29 & 34/35 1

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

CONDENSER, ALLIHN (BULB CONDENSER)

Conformity to DIN 12581

16.136.0005 16.136.5005 200 - - 1

16.136.0010 16.136.5010 300 - - 1

16.136.0015 16.136.5015 400 - - 1

16.136.0020 16.136.5020 500 - - 1

16.136.0025 16.136.5025 200 - 19/26 1

16.136.0030 16.136.5030 200 - 24/29 1

16.136.0035 16.136.5035 200 - 29/32 1

16.136.0040 16.136.5040 200 - 34/35 1

16.136.0045 16.136.5045 200 - 40/38 1

16.136.0050 16.136.5050 200 - 50/42 1

16.136.0055 16.136.5055 250 - 50/42 1

16.136.0060 16.136.5060 200 19/26 19/26 1

16.136.0065 16.136.5065 200 24/29 24/29 1

16.136.0070 16.136.5070 300 19/26 19/26 1

16.136.0075 16.136.5075 300 24/29 24/29 1

16.136.0080 16.136.5080 400 24/29 24/29 1

16.136.0085 16.136.5085 500 24/29 24/29 1

16.136.0090 16.136.5090 500 34/35 34/35 1

16.136.0095 16.136.5095 600 34/35 34/35 1

16.136.0100 16.136.5100 750 34/35 34/35 1

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

DIN
12581

DIN
12581
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CONDENSER, DOUBLE SURFACE, DAVIES

16.124.0005 16.124.5005 200 - - 1

16.124.0010 16.124.5010 150 19/26 19/26 1

16.124.0015 16.124.5015 150 24/29 24/29 1

16.124.0020 16.124.5020 200 19/26 19/26 1

16.124.0025 16.124.5025 200 24/29 24/29 1

16.124.0030 16.124.5030 200 29/32 29/32 1

16.124.0035 16.124.5035 200 - 19/26 1

16.124.0040 16.124.5040 200 - 24/29 1

16.124.0045 16.124.5045 200 - 34/35 1

16.124.0050 16.124.5050 250 - 19/26 1

16.124.0055 16.124.5055 250 19/26 19/26 1

16.124.0060 16.124.5060 250 24/29 24/29 1

16.124.0065 16.124.5065 300 19/26 19/26 1

16.124.0070 16.124.5070 300 24/29 24/29 1

16.124.0075 16.124.5075 400 24/29 24/29 1

16.124.0080 16.124.5080 500 24/29 24/29 1

16.124.0085 16.124.5085 500 34/35 34/35 1

16.124.0090 16.124.5090 600 34/35 34/35 1

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

CONDENSER, DOUBLE COIL, WITH COMMON INLET

16.120.0005 16.120.5005 200 19/26 19/26 1

16.120.0010 16.120.5010 200 24/29 24/29 1

16.120.0015 16.120.5015 350 34/35 34/35 1

16.120.0020 16.120.5020 450 34/35 34/35 1

16.120.0025 16.120.5025 600 34/35 34/35 1

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size
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CONDENSER, JACKETED COIL, DOUBLE SURFACE CONDENSER

16.128.0005 16.128.5005 160 19/26 19/26 1

16.128.0010 16.128.5010 160 24/29 24/29 1

16.128.0015 16.128.5015 160 - 34/35 1

16.128.0020 16.128.5020 160 - 40/38 1

16.128.0025 16.128.5025 200 19/26 19/26 1

16.128.0030 16.128.5030 200 24/29 24/29 1

16.128.0035 16.128.5035 300 19/26 19/26 1

16.128.0040 16.128.5040 300 24/29 24/29 1

16.128.0045 16.128.5045 400 24/29 24/29 1

16.128.0050 16.128.5050 400 34/35 34/35 1

16.128.0055 16.128.5055 500 34/35 34/35 1

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

CONDENSER, INLAND REVENUE

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

16.132.0005 16.132.5005 200 - - 1

16.132.0010 16.132.5010 200 19/26 19/26 1

16.132.0015 16.132.5015 200 24/29 24/29 1

D
ou

bl
e 

S
ur

fa
ce

  &
 In

la
nd

 R
ev

en
ue

C
O

N
D

E
N

S
E

R
S



56

F
riedrich &

 E
ther

CONDENSER, FRIEDRICH

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

16.140.0005 16.140.5005 160 19/26 19/26 1

16.140.0010 16.140.5010 200 19/26 24/29 1

16.140.0015 16.140.5015 250 19/26 24/29 1

CONDENSER, ETHER

Glass Screw Thread Effective Socket Cone Pack Size

Connector Connector Length, mm Size Size

16.144.0005 16.144.5005 160 19/26 24/29 1

16.144.0010 16.144.5010 200 19/26 24/29 1

16.144.0015 16.144.5015 250 19/26 24/29 1

CONDENSER, IMMERSION (COLD FINGER)

Glass Screw Thread Effective Cone Pack Size

Connector Connector Length, mm Size

16.148.0005 16.148.5005 100 19/26 1
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DIMROTH CONDENSER . The condenser comes with glass & plastic 

thread condenser.
Conformity to DIN 12591

Glass Screw Thread Effective Socket Cone Pack Size

Connector Length, mm Size Size

16.152.0005 16.152.5005 160 14/23 14/23 1

16.152.0010 16.152.5010 160 19/26 19/26 1

16.152.0015 16.152.5015 250 19/26 19/26 1

16.152.0020 16.152.5020 250 24/29 24/29 1

16.152.0025 16.152.5025 250 29/32 29/32 1

16.152.0030 * 16.152.5030 * 300 24/29 24/29 1

16.152.0035 * 16.152.5035 * 300 29/32 29/32 1

16.152.0040 16.152.5040 400 29/32 29/32 1

* Non DIN sizes

Connector

DIN
12591
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SOXHLET EXTRACTION APPARATUS, CONSIST  OF FLASK, EXTRACTOR AND  CONDENSER 

Glass Screw-Thread Condensor Effective Extractor  Extractor Flask Pack Size

connector Connector type Capacity, socket cone Capacity,

ml  ml

16.308.0005 16.308.5005 Allihin 100 45/40 29/32 250 1

16.308.0010 16.308.5010 Allihin 250 45/40 29/32 500 1

16.308.0015 16.308.5015 Allihin 500 60/46 29/32 1000 1

16.308.0020 16.308.5020 Allihin 1000 71/55 29/32 2000 1

16.308.0025 16.308.5020 Dimroth 100 45/40 29/32 250 1

16.308.0030 16.308.5020 Dimroth 250 45/40 29/32 500 1

16.308.0035 16.308.5020 Dimroth 500 60/46 29/32 1000 1

16.308.0040 16.308.5020 Dimroth 1000 71/55 29/32 2000 1
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SPARE EXTRACTOR FOR SOXHLET APPARATUS
Conformity to DIN 12602.

Effective  Socket  Cone Pack Size

Capacity, ml Size Size

16.312.0005 100 45/40 29/32 1

16.312.0010 250 45/40 29/32 1

16.312.0015 500 60/46 29/32 1

16.312.0020 1000 71/55 29/32 1

DIMROTH CONDENSOR

Glass Screw-Thread Effective Cone Effective Pack Size

connector Connector Capacity, ml Size Length

16.304.0005 16.304.5005 100 45/40 300 1

16.304.0010 16.304.5010 250 45/40 400 1

16.304.0015 16.304.5015 500 60/46 400 1

16.304.0020 16.304.5020 1000 71/55 400 1

ALLIHIN CONDENSOR

Glass Screw-Thread Effective Cone Effective Pack Size

connector Connector Capacity, ml Size Length

16.301.0005 16.301.5005 100 45/40 300 1

16.301.0010 16.301.5010 250 45/40 400 1

16.301.0015 16.301.5015 500 60/46 400 1

16.301.0020 16.301.5020 1000 71/55 400 1

DIN
12602
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SPARE CONDENSORS FOR SOXLET EXTRACTION APPARATUS  

For more details log on to www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.
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ORGANIC CHEMISTRY SET Equivalent to 29 BU

The set is ideal for introducing students to the principal techniques of 

preparative organic chemistry. Although the set is very simple, a surprising 

number of preparations on the 30g scale can be carried out.

Complete set comprises 5 items, all with 14/23 joints

Pear shaped flask, 50 ml 1

Stillhead 1

Liebig Condenser 1

Screwcap adapter 1

Receiver adapter 1

16.401.0025

Organic Chemistry Sets
www.supertekglassware.com

ORGANIC CHEMISTRY SET Equivalent to 27 BU

A highly popular and versatile set, designed to cover the essential requirements 

for the teaching of organic chemistry and suitable for preparation upto 30 g.

Complete set comprising 9 items of glassware, all with 14/23 joints

Pear shaped flask, 50 ml 1

Stillhead 1

Liebig Condenser 1

Screwcap adapter 1

Receiver adapter 1

Air Leak/steam inlet tube 1

Dropping funnel, 50 ml with rotaflo tap 1

Stopper 1

Thermometer 1

16.401.0050
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Various sets of glassware using interchangeable ground glass joints (sockets & cones) are so designed that the experiments 

may be done rapidly with a small number of components. The sets are versatile and can be easily assembled and used. 

All components are made from heat and chemical resistant Boro 3.3 glass as per ASTM E-438 Type-1 standard and DIN 

ISO 3585.
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ORGANIC CHEMISTRY SET EQUIVALENT TO 34 BU
For working up to the 150 g scale . Complete set comprising 16 items.

Socket Size Cone Size

Stillhead 14/23 19/26

Receiver 19/26 24/29

Air Leak/steam inlet tube - 19/26

Liebig Condenser 19/26 19/26

Dropping Funnel, 100ml 19/26z 19/26

Reducing adapter 19/26 24/29

Multiple adapter 19/26 24/29

Flask, R.B., 50 ml 24/29 -

Flask erlenmeyer, 250 ml 24/29 -

Flask, R.B., 250 ml 24/29 -

Stopper (2 No.) - 19/26

Thermometer pocket - 14/23

Rceiver adapter, bent 19/26 -

Flask, R.B., 100ml 24/29 -

Stopper - 24/29

16.401.0075
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Burners

For more details log on to 
www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.

Note : Other organic sets also available on request.
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FRACTIONATING COLUMN, VIGREUX

Effective Socket Cone Pack Size

Length, mm Size Size

16.201.0005 360 24/29 24/29 1

16.201.0010 600 24/29 24/29 1

16.201.0015 360 29/32 29/32 1

16.201.0020 750 34/35 34/35 1

FRACTIONATING COLUMN, DUFTON

Effective Socket Cone Pack Size

Length, mm Size Size

16.204.0005 160 19/26 19/26 1

16.204.0010 300 19/26 19/26 1

16.204.0015 160 24/29 24/29 1

16.204.0020 300 24/29 24/29 1

FRACTIONATING COLUMN, PLAIN, DESIGNED FOR USE 

WITH VARIOUS TYPES OF COLUMN PACKING

Effective Socket Cone Pack Size

Length, mm Size Size

16.208.0005 250 24/29 24/29 1

16.208.0010 500 24/29 24/29 1

16.208.0015 500 29/32 29/32 1

16.208.0020 750 24/29 24/29 1

16.208.0025 250 34/35 24/29 1

16.208.0030 500 34/35 24/29 1

16.208.0035 600 34/35 34/35 1

old Pics
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63

B
ea

ke
rs

G
E

N
E

R
A

L 
L

A
B

W
A

R
E

General Labware
www.supertekglassware.com

BEAKER, LOW FORM, WITH GRADUATION & SPOUT 
Conformity to ISO 3819/DIN 12331 Standard. Printed in white color.

Capacity,

ml

15.101.0005 5 12

15.101.0010 10 12

15.101.0025 25 10

15.101.0050 50 10

15.101.0100 100 10

15.101.0150 150 10

15.101.0250 250 10

15.101.0400 400 10

15.101.0500 500 6

15.101.0600 600 6

15.101.1000 1000 6

15.101.2000 2000 4

 15.101.3000 3000 1

15.101.5000 5000 1

15.101.9910* 10000 1

*NON-DIN

Pack Size

BEAKER, TALL FORM, WITH GRADUATION & SPOUT 
Conformity to ISO 3819/DIN 12331 Standard. Printed in white color.

Capacity,

ml

15.104.0050 50 10

15.104.0100 100 10

15.104.0150 150 10

15.104.0250 250 10

15.104.0400 400 10

15.104.0600 600 6

15.104.0800 800 6

15.104.1000 1000 6

15.104.2000 2000 4

15.104.3000 3000 1

Pack Size

DIN
12331

ISO
3819

A
121 °C

Best  
Seller

Dish Washer
Durable

Print

Supertek brand Labware is manufactured from Low-expansion Boro 3.3 glass in conformance with ASTM E-438 TYPE 1 CLASS A glass & DIN ISO 

3585.Our Labware has easy to read scale and large labeling field for easy marking in a durable white enamel. Uniform wall thickness makes these 

products ideal for heating applications. Printed in white as a standard, Supertek Labware are also available in blue printing, please mention the 

same while placing your order.
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BEAKER, LOW FORM, WITH DOUBLE CAPACITY SCALE 
conformity to ASTM E-960 Standard. Printed in white color.

 Capacity, Graduation Pack Size

ml  interval

15.105.0010 10 - 12

15.105.0020 20 10 ml 10

15.105.0030 30 10 ml 10

15.105.0050 50 10 ml 10

15.105.0100 100 10 ml 10

15.105.0150 150 20 ml 10

15.105.0250 250 25 ml 10

15.105.0400 400 25 ml 10

15.105.0600 600 50 ml 6

15.105.1000 1000 50 ml 6

15.105.2000 2000 200 ml 4

15.105.4000 4000 500 ml 1

FLASK, FLAT BOTTOM
Conformity to ISO 1773 Standard. Uniform wall thickness and 

sturdy rim, printed in white color.

Capacity,

ml

15.108.0050 50 10

15.108.0100 100 10

15.108.0150 250 10

15.108.0250 500 10

15.108.1000 1000 6

15.108.2000 2000 6

15.108.3000 3000 1

15.108.5000 5000 1

15.108.9910 10000 1

Pack Size

ASTM
E-960

A
121 °C
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ISO
1773

A
121 °C

Dish Washer
Durable

Print
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FLASK  FLAT BOTTOM, WIDE NECK
Conformity to ISO 1773 Standard. Uniform wall thickness and 

sturdy rim, printed in white color.

Capacity, Pack Size

ml

15.112.0050 50 10

15.112.0100 100 10

15.112.0250 250 10

15.112.0500 500 10

15.112.1000 1000 6

15.112.2000 2000 6

FLASK, ROUND BOTTOM
Conformity to ISO 1773 Standard. Uniform wall thickness and 

sturdy rim, printed in white color.

Capacity, Pack Size

ml

15.116.0050 50 10

15.116.0100 100 10

15.116.0250 250 10

15.116.0500 500 10

15.116.1000 1000 6

15.116.2000 2000 6

15.116.3000 3000 1

15.116.5000 5000 1

15.116.9910 10000 1

ISO
3819

A
121 °C

Dish Washer
Durable

Print
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FLASK, ROUND BOTTOM, WIDE NECK
Uniform wall thickness and sturdy rim, printed in white color.

Capacity, Pack Size

ml  

15.120.0050 50 10

15.120.0100 100 10

15.120.0250 250 10

15.120.0500 500 10

15.120.1000 1000 6

15.120.2000 2000 6

FLASK, CONICAL (ERLENMEYER) GRADUATED 
Conformity to ISO 1773 Standard. Easy to read scale, uniform wall thickness 

and sturdy rim, printed in white color.

Capacity, Pack Size

ml

15.124.0025 25 10

15.124.0050 50 10

15.124.0100 100 10

15.124.0250 250 10

15.124.0500 500 10

15.124.1000 1000 6

15.124.2000 2000 6

15.124.3000 3000 1

15.124.5000 5000 1

ISO
3819

Best  
Seller

Dish Washer
Durable

Print

A
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FLASK, CONICAL (ERLENMEYER) GRADUATED, WIDE NECK  
Conformity to ISO 24450.

Capacity, Pack Size

ml

15.128.0025 25 10

15.128.0050 50 10

15.128.0100 100 10

15.128.0250 250 10

15.128.0500 500 10

15.128.1000 1000 6

15.128.2000 2000 6

FLASK, KJELDAHL, LONG NECK
Designed for Nitrogen Determination as per Kjeldahl Method.

Capacity, Neck O.D. Approx Pack Size

ml mm Height mm

15.132.0050 50 21 230 2

15.132.0100 100 23 245 2

15.132.0300 300 28 300 2

15.132.0500 500 34 325 2

15.132.0800 800 34 350 2

FLASK, KJELDAHL, with joint

Capacity, Socket Approx Pack Size

ml Size Height mm

15.136.0005 50 19/26 162 2

15.136.0010 100 19/26 162 2

15.136.0015 100 24/29 265 2

15.136.0020 300 24/29 295 2

15.136.0025 500 24/29 305 2

15.136.0030 800 24/29 325 2

ISO
24450

Dish Washer
Durable

Print

A
121 °C

G
E

N
E

R
A

L 
L

A
B

W
A

R
E

F
la

sk
s



68

FLASK, DISTILLATION
with side tube and reinforced bead, conformity to ASTM 1405 Standard.

Capacity,  Ht. x OD Pack Size

ml (mm) Approx

15.140.0100 100 64x210 2

15.140.0125 125 70x215 2

15.140.0250 250 88x230 2

15.140.0500 500 110 x 250 1

15.140.1000 1000 130 x 305 1

FLASK, DISTILLATION 
with 19/26 joint,  side arm.

Capacity, Ht. x OD Pack Size

ml (mm) Approx

15.144.0125 125 70x215 2

FLASK, FILTER BOLT NECK WITH TUBULE AT SIDE
Heavy wall for Superior strength.

Capacity, Ht. x OD Pack Size

ml (mm) Approx

15.148.0100 100 105 x 68 10

15.148.0250 250 135 x 90 10

15.148.0500 500 170 x 106 10

15.148.1000 1000 220 x 135 6

ASTM
1405

Superior
Strength

Dish Washer
Durable
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FLASK ROUND BOTTOM, SINGLE NECK
Conformity to DIN ISO 4797 Standard. Printed in white color.

Capacity, Socket

ml Size

15.201.0005 25 14/23 10

15.201.0010 * 25 19/26 10

15.201.0015 * 25 24/29 10

15.201.0020 50 14/23 10

15.201.0025 50 19/26 10

15.201.0030 50 24/29 10

15.201.0035 50 29/32 10

15.201.0040 100 14/23 10

15.201.0045 100 19/26 10

15.201.0050 100 24/29 10

15.201.0055 100 29/32 10

15.201.0060 * 250 14/23 10

15.201.0065 250 19/26 10

15.201.0070 250 24/29 10

15.201.0075 250 29/32 10

15.201.0080 250 34/35 10

15.201.0085 500 19/26 10

15.201.0090 500 24/29 10

15.201.0095 500 29/32 10

15.201.0100 500 34/35 10

15.201.0105 * 1000 19/26 6

15.201.0110 1000 24/29 6

15.201.0115 1000 29/32 6

15.201.0120 * 1000 34/35 6

15.201.0125 2000 24/29 6

15.201.0130 2000 29/32 6

15.201.0135 * 2000 34/35 6

15.201.0140 * 3000 29/32 1

15.201.0145 * 3000 34/35 1

15.201.0150 5000 29/32 1

15.201.0155 5000 34/35 1

15.201.0160 5000 45/40 1

15.201.0165 10000 34/35 1

15.201.0170 10000 45/40 1

* Non ISO sizes

Pack Size

DIN ISO
4797
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FLASK FLAT BOTTOM, SINGLE NECK
Conformity to

Nominal Socket Pack Size

Cap., ml Size

15.204.0005 50 19/26 10

15.204.0010 50 24/29 10

15.204.0015 50 29/32 10

15.204.0020 100 19/26 10

15.204.0025 100 24/29 10

15.204.0030 100 29/32 10

15.204.0035 * 150 19/26 10

15.204.0040 * 150 24/29 10

15.204.0045 * 150 29/32 10

15.204.0050 250 19/26 10

15.204.0055 250 24/29 10

15.204.0060 250 29/32 10

15.204.0065 250 34/35 10

15.204.0070 * 500 19/26 10

15.204.0075 500 24/29 10

15.204.0080 500 29/32  10

15.204.0085 500 34/35 10

15.204.0090 1000 24/29  10

15.204.0095 1000 29/32 6

15.204.0100 1000 34/35 6

15.204.0105 2000 24/29 6

15.204.0110 2000 29/32 6

15.204.0115 2000 34/35 6

* Non ISO sizes

 DIN ISO 4797 Standard. Printed in white color.

FLASK ROUND BOTTOM, TWO NECKS
Conformity to DIN 12394 Standard. Printed in white color.

Capacity, Center Side Pack Size

ml Socket Sockets

15.208.0005 50 24/29 14/23 2

15.208.0010 50 29/32 14/23 2

15.208.0015 100 24/29 14/23 2

15.208.0020 100 24/29 19/26 2

15.208.0025 100 29/32 14/23 2

15.208.0030 250 24/29 14/23 1

15.208.0035 250 24/29 19/26 1

15.208.0040 250 29/32 14/23 1

15.208.0045 500 24/29 14/23 1

15.208.0050 500 24/29 19/26 1

15.208.0055 500 29/32 14/23 1

15.208.0060 1000 24/29 14/23 1

15.208.0065 1000 24/29 19/26 1

15.208.0070 1000 29/32 14/23 1

15.208.0075 2000 34/35 19/26 1

DIN ISO
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FLASK ROUND BOTTOM, THREE NECKS PARALLEL
Conformity to DIN 12392 Standard. Printed in white color.

Capacity, Center Side Pack Size

ml Socket Sockets

15.216.0005 250 24/29 19/26 1

15.216.0010 250 29/32 14/23 1

15.216.0015 250 29/32 29/32 1

15.216.0020 500 24/29 19/26 1

15.216.0025 500 29/32 14/32 1

15.216.0030 500 29/32 19/26 1

15.216.0035 500 29/32 29/32 1

15.216.0040 1000 24/29 19/26 1

15.216.0045 1000 29/32 14/23 1

15.216.0050 1000 29/32 19/26 1

15.216.0055 1000 29/32 24/29 1

15.216.0060 1000 29/32 29/32 1

15.216.0065 2000 24/29 19/26 1

15.216.0070 2000 29/32 19/26 1

15.216.0075 2000 29/32 29/32 1

15.216.0080 2000 34/35 19/26 1

15.216.0085 2000 34/35 24/29 1

FLASK ROUND BOTTOM, THREE NECKS AT ANGLE
Printed in white color.

Capacity, Center Side Pack Size

ml Socket Sockets

15.212.0005 100 19/26 14/23 2

15.212.0010 100 24/29 14/23 2

15.212.0015 100 24/29 19/26 2

15.212.0020 100 29/32 14/23 2

15.212.0025 250 19/26 19/26 1

15.212.0030 250 24/29 14/23 1

15.212.0035 250 24/29 19/26 1

15.212.0040 250 29/32 14/23 1

15.212.0045 250 29/32 19/26 1

15.212.0050 250 29/32 29/32 1

15.212.0055 500 24/29 14/23 1

15.212.0060 500 24/29 19/26 1

15.212.0065 500 29/32 14/23 1

15.212.0070 500 29/32 19/26 1

15.212.0075 500 29/32 29/32 1

15.212.0080 1000 24/29 14/23 1

15.212.0085 1000 24/29 19/26 1

15.212.0090 1000 29/32 14/23 1

15.212.0095 1000 29/32 19/26 1

15.212.0100 1000 29/32 29/32 1

15.212.0105 2000 24/29 19/26 1

15.212.0110 2000 29/32 24/29 1

15.212.0115 2000 29/32 29/32 1

Dish Washer
Durable
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FLASK PEAR SHAPE, THREE NECKS
Center neck with one parallel side neck and one angle side neck

Capacity, Center Side Pack Size

ml Socket Socket

15.228.0025 25 14/23 14/23 1

15.228.0050 50 14/23 14/23 1

15.228.0100 100 14/23 14/23 1

FLASK PEAR SHAPE, SINGLE NECK

Capacity, Socket Approx Approx Pack Size

ml Size Overall diameter,  

height, mm mm

15.220.0025 25 14/23 90 38 10

15.220.0050 50 14/23 110 48 10

15.220.0100 100 14/23 125 58 10

FLASK PEAR SHAPE, TWO NECKS

Capacity, Center Side Approx  Pack Size

ml Socket Sockets Overall

height, mm

15.224.0050 50 14/23 14/23 110 1

15.224.0100 100 14/23 14/23 125 1

Dish Washer
Durable
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FLASK VIGREUX WITH SIDE NECK
Printed in white color.

Capacity, Socket Cone Pack Size

ml Size Size

15.244.0025 25 14/23 14/23 1

15.244.0050 50 14/23 14/23 1

15.244.0100 100 14/23 14/23 1

FLASK PEAR SHAPE, DISTILLATION
Printed in white color.

Capacity, Socket Cone Pack Size

ml Size Size

15.232.0010 10 14/23 14/23 4

15.232.0025 25 14/23 14/23 2

15.232.0050 50 14/23 14/23 2

15.232.0100 100 14/23 14/23 2

FLASK PEAR SHAPE, CLAISEN 
Printed in white color.

Capacity, Socket Cone Pack Size

ml Size Size

15.236.0010 10 14/23 14/23 2

15.236.0025 25 14/23 14/23 1

15.236.0050 50 14/23 14/23 1

15.236.0100 100 14/23 14/23 1

FLASK PEAR SHAPE, CLAISEN-VIGREUX 
Printed in white color.

Capacity, Socket Cone Pack Size

ml Size Size

15.240.0025 25 14/23 14/23 1

15.240.0050 50 14/23 14/23 1

15.240.0100 100 14/23 14/23 1
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FLASK, EVAPORATING, FLORENTINE
To be used in Rotary Evaporator. Printed in white color.

Capacity, Socket Approx 

ml Size Overall  height

15.248.0050 50 29/32 94 10

15.248.0100 100 29/32 110 10

15.248.0250 250 29/32 140 10

15.248.0500 500 29/32 170 10

15.248.1000 1000 29/32 210 6

15.248.2000 2000 29/32 250 6

Pack Size

FLASK, CONICAL, (ERLENMEYER) WITH JOINT 
Conformity to ISO 4797 Standard. Easy to read scale, printed in white color.

Capacity, Socket Pack Size

ml Size

15.252.0005 25 14/23 10

15.252.0010 25 19/26 10

15.252.0015 50 14/23 10

15.252.0020 50 19/26 10

15.252.0025 50 24/29 10

15.252.0030 50 29/32 10

15.252.0035 100 14/23 10

15.252.0040 100 19/26 10

15.252.0045 100 24/29 10

15.252.0050 100 29/32 10

15.252.0055 200 29/32 10

15.252.0060 250 19/26 10

15.252.0065 250 24/29 10

15.252.0070 250 29/32 10

15.252.0075 300 29/32 10

15.252.0080 500 19/26 10

15.252.0085 500 24/29 10

15.252.0090 500 29/32 10

15.252.0095 1000 24/29 6

15.252.0100 1000 29/32 6

15.252.0105 1000 34/35 6

15.252.0110 2000 29/32 6
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FLASK, CONICAL, (ERLENMEYER) WITH SCREW CAP 
Uniform wall thickness. Easy to read scale, printed in white color.

Capacity, Thread GL Pack Size

ml

15.256.0050 50 25 10

15.256.0100 100 25 10

15.256.0250 250 32 10

15.256.0500 500 32 10

15.256.1000 1000 32 6

CONICAL FLASK WITH GROUND JOINT & HOLLOW GLASS STOPPER 
Uniform wall thickness. Easy to read scale, printed in white color.

Capacity, Joint Size Pack Size

ml

15.260.0100 100 29/32 10

15.260.0250 250 29/32 10

15.260.0500 500 29/32 10

15.260.1000 1000 29/32 6

15.260.2000 2000 29/32 6

FLASK, IODINE
For determination of Iodine with ground joint and stopper.

Capacity, Joint Min. cup Pack Size

ml Size capacity, ml

15.264.0005 250 24/29 20 10

15.264.0010 250 29/32 20 10

15.264.0015 500 24/29 20 10

15.264.0020 500 29/32 20 10

G
E

N
E

R
A

L 
L

A
B

W
A

R
E

F
la

sk
s

Dish washer
Durable

Print

A
121 °C



76

FLASK REACTION, WIDE NECK
100 mm i.d., 150 mm o.d, flat flange joint 

Capacity, Pack Size

ml

15.268.1000 1000 1

15.268.2000 2000 1

15.268.3000 3000 1

15.268.5000 5000 1

15.268.9910 10000 1

15.268.9920 20000 1

LIDS FOR REACTION FLASK, MULTI SOCKET - WITH FLAT

FLANGE JOINT, FLANGE BORE 100 MM

Centre  Parallel Side  Pack Size

Socket Socket Socket

5° 10° 15°

15.272.0005 19/26 19/26 24/29 19/26 - 1

15.272.0010 19/26 14/23 14/23 14/23 29/32 1

15.272.0015 29/32 14/23 14/23 14/23 29/32 1

STAINLESS STEEL CLIP 
Stainless Steel Clip with wing nuts for holding 100 mm flat flange

15.276.0005 5
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POWDER FUNNEL

Funnel Socket Size

 Dia. Approx., mm

15.308.0005 45 14/23 10

15.308.0010 70 14/23 10

15.308.0015 70 29/32 10

15.308.0020 80 29/32 6

15.308.0025 100 14/23 6

15.308.0030 100 29/32 6

Pack Size

Funnels
www.supertekglassware.com
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FILTER FUNNEL, 60° ANGLE LONG STEM

Dia., mm Pack Size

15.301.0025 25 10

15.301.0035 35 10

15.301.0038 38 10

15.301.0040 40 10

15.301.0050 50 10

15.301.0055 55 10

15.301.0065 65 10

15.301.0070 70 10

15.301.0075 75 10

15.301.0080 80 10

15.301.0100 100 6

15.301.0125 125 4

15.301.0150 150 4

FILTER FUNNEL, 60° ANGLE, SHORT STEM

Dia., mm Pack Size

15.304.0025 25 10

15.304.0035 35 10

15.304.0038 38 10

15.304.0040 40 10

15.304.0050 50 10

15.304.0055 55 10

15.304.0065 65 10

15.304.0070 70 10

15.304.0075 75 10

15.304.0080 80 10

15.304.0100 100 6

15.304.0125 125 4

15.304.0150 150 4

15.304.0200 200 2
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Separating
Funnels

www.supertekglassware.com

Supertek brand Seperating & Dropping Funnels are  

made from borosilicate 3.3 glass in conformance with 

ASTM E-438 TYPE 1 CLASS A glass & DIN ISO 3585. 

They have easy to read scale in a durable white 

enamel. Printed in white as a standard, These funnels 

are available in blue & white printing and comply with 

Din ISO 4800 standard.
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SEPARATING FUNNEL SQUIBB SHAPE, PLAIN WITH 

POLYTHENE STOPPER
Conformity to DIN ISO 4800 Standard. Printed in white color.

Glass PTFE  PTFE key Capacity, Neck Pack Size

stopcock needle valve stopcock ml Size

with screw  stopcock  

thread (Rotaflo)

15.401.0050 15.403.0050 15.405.0050 50 19/26 2

15.401.0100 15.403.0100 15.405.0100 100 19/26 2

15.401.0250 15.403.0250 15.405.0250 250 29/32 2

15.401.0500 15.403.0500 15.405.0500 500 29/32 2

15.401.1000 15.403.1000 15.405.1000 1000 29/32 1

15.401.2000 15.403.2000 15.405.2000 2000 29/32 1

SEPARATING FUNNEL SQUIBB SHAPE, GRADUATED WITH 

POLYTHENE STOPPER,
Conformity to DIN ISO 4800 Standard. Printed in white color.

Glass PTFE needle PTFE key Capacity, Neck Pack Size

stopcock valve stopcock ml  Size

with screw   stopcock  

thread  (Rotaflo)

15.410.0050 15.413.0050 15.415.0050 50 19/26 2

15.410.0100 15.413.0100 15.415.0100 100 19/26 2

15.410.0250 15.413.0250 15.415.0250 250 29/32 2

15.410.0500 15.413.0500 15.415.0500 500 29/32 2

15.410.1000 15.413.1000 15.415.1000 1000 29/32 1

15.410.2000 15.413.2000 15.415.2000 2000 29/32 1

SEPARATING FUNNEL GLOBE SHAPE, PLAIN WITH POLYTHENE 

STOPPER,
Conformity to Printed in white color.

Glass PTFE needle PTFE key Capacity, Neck Pack Size

stopcock valve stopcock ml  Size

with screw   stopcock  

thread  (Rotaflo)

15.421.0050 15.423.0050 15.425.0050 50 19/26 2

15.421.0100 15.423.0100 15.425.0100 100 19/26 2

15.421.0250 15.423.0250 15.425.0250 250 29/32 2

15.421.0500 15.423.0500 15.425.0500 500 29/32 2

15.421.1000 15.423.1000 15.425.1000 1000 29/32 1

15.421.2000 15.423.2000 15.425.2000 2000 29/32 1

 DIN ISO 4800 Standard. 
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SEPARATING FUNNEL, PLAIN, GLOBE SHAPE WITH SOCKET AND 

CONE 
Conformity to DIN ISO 4800 Standard Printed in white color.

Glass  stopcock PTFE needle  PTFE key Capacity, Neck Pack Size

with screw  stopcock stopcock ml Size

thread  (Rotaflo)

15.431.0050 15.433.0050 15.435.0050 50 19/26 2

15.431.0100 15.433.0100 15.435.0100 100 19/26 2

15.431.0250 15.433.0250 15.435.0250 250 29/32 2

15.431.0500 15.433.0500 15.435.0500 500 29/32 1

15.431.1000 15.433.1000 15.435.1000 1000 29/32 1

15.431.2000 15.433.2000 15.435.2000 2000 29/32 1

DROPPING FUNNEL, Cylindrical, Plain WITH POLYPROPYLENE STOPPER
Conformity to DIN ISO 4800 Standard. Printed in white color.

Glass  stopcock PTFE needle  PTFE key Capacity, Neck Pack Size

with screw valve stopcock  stopcock ml Size

thread (Rotaflo) 

15.448.0005 15.450.0005 15.452.0005 50 14/23 2

15.448.0010 15.450.0010 15.452.0010 50 29/32 2

15.448.0015 15.450.0015 15.452.0015 100 14/23 2

15.448.0020 15.450.0020 15.452.0020 100 29/32 2

15.448.0025 15.450.0025 15.452.0025 250 29/32 1

15.448.0030 15.450.0030 15.452.0030 500 29/32 1

15.448.0035 15.450.0035 15.452.0035 1000 29/32 1

SEPARATING FUNNEL, Plain, GLOBE SHAPE with Stem inside of cone
Conformity to DIN ISO 4800 Standard. Printed in white color.

Glass  stopcock  PTFE key Capacity, Neck Pack Size

with screw  stopcock ml Size

thread

15.440.0005 15.444.0005 50 14/23 2

15.440.0010 15.444.0010 50 29/32 2

15.440.0015 15.444.0015 100 14/23 2

15.440.0020 15.444.0020 100 29/32 2

15.440.0025 15.444.0025 250 29/32 2

15.440.0030 15.444.0030 500 29/32 2

15.440.0035 15.444.0035 1000 29/32 1
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DROPPING FUNNEL, CYLINDRICAL, PLAIN WITH POLYPROPYLENE 

STOPPER, SOCKET & CONE
Conformity to DIN ISO 4800 Standard. Printed in white color.

Glass  stopcock PTFE needle PTFE key Capacity, Socket Pack Size

with screw valve stopcock stopcock ml & cone

thread (Rotaflo) 

15.455.0005 15.458.0005 15.460.0005 50 14/23 2

15.455.0010 15.458.0010 15.460.0010 50 29/32 2

15.455.0015 15.458.0015 15.460.0015 100 14/23 2

15.455.0020 15.458.0020 15.460.0020 100 29/32 2

15.455.0025 15.458.0025 15.460.0025 250 29/32 1

15.455.0030 15.458.0030 15.460.0030 500 29/32 1

15.455.0035 15.458.0035 15.460.0035 1000 29/32 1

DROPPING FUNNEL, CYLINDRICAL, GRADUATED  WITH 

POLYPROPYLENE STOPPER
Conformity to DIN ISO 4800 Standard. Printed in white color.

Glass  stopcock PTFE needle PTFE key Capacity, Neck Pack Size

with screw valve stopcock stopcock ml  Size

thread (Rotaflo) 

15.465.0005 15.468.0005 15.470.0005 50 14/23 2

15.465.0010 15.468.0010 15.470.0010 50 29/32 2

15.465.0015 15.468.0015 15.470.0015 100 14/23 2

15.465.0020 15.468.0020 15.470.0020 100 29/32 2

15.465.0025 15.468.0025 15.470.0025 250 29/32 1

15.465.0030 15.468.0030 15.470.0030 500 29/32 1

15.465.0035 15.468.0035 15.470.0035 1000 29/32 1

 DROPPING FUNNEL, CYLINDRICAL, WITH STEM INSIDE CONE, 

GRADUATED
Conformity to DIN ISO 4800 Standard. Printed in white color. 

Glass  stopcock  PTFE key Capacity, Neck Pack Size

with screw stopcock ml  Size

thread

15.472.0005 15.474.0005 50 14/23 2

15.472.0010 15.474.0010 50 29/32 2

15.472.0015 15.474.0015 100 14/23 2 

15.472.0020 15.474.0020 100 29/32 2

15.472.0025 15.474.0025 250 29/32 1

15.472.0030 15.474.0030 500 29/32 1 

15.472.0035 15.474.0035 1000 29/32 1

Dish washer
Durable
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SEPARATING FUNNEL, GILSON WITH POLYPROPYLENE STOPPER
Printed in white color.

Glass PTFE Capacity, Neck Size Stopcock Pack Size

stopcock Stopcock ml Type

15.476.0050 15.478.0050 50 19/26 Solid Glass 2

15.476.0100 15.478.0100 100 19/26 Solid Glass 2

15.476.0250 15.478.0250 250 29/32 Solid Glass 2

15.476.0500 15.478.0500 500 29/32 Solid Glass 2

15.476.1000 15.478.1000 1000 29/32 Solid Glass 1

15.476.2000 15.478.2000 2000 29/32 Solid Glass 1

PRESSURE EQUALISING FUNNEL, PEAR SHAPE, WITH

SOCKET, GLASS STOPCOCK AND STEM WITH CONE
Printed in white color.

Glass PTFE Key Capacity, Socket Pack Size

Stopcock Stopcock ml & cone

15.485.0050 15.488.0050 50 14/23 1

15.485.0100 15.488.0100 100 14/23 1

15.485.0250 15.488.0250 250 29/32 1

15.485.0500 15.488.0500 500 29/32 1

PRESSURE EQUALIZING FUNNEL, CYLINDERICAL, WITH

SOCKET, GLASS STOPCOCK AND STEM WITH CONE
Printed in white color.

Glass PTFE Key Capacity, Socket Pack Size

Stopcock stopcock ml & cone

15.480.0005 15.482.0005 50 14/23 2

15.480.0010 15.482.0010 50 29/32 2

15.480.0015 15.482.0015 100 14/23 2

15.480.0020 15.482.0020 100 29/32 2

15.480.0025 15.482.0025 250 29/32 1

15.480.0030 15.482.0030 500 29/32 1

NEW
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ABSORPTION TUBE, CALCIUM CHLORIDE STRAIGHT 

FORM, WITH ONE BULB

Length Dia. Pack Size

mm mm

17.134.0100 100 12 12

17.134.0120 120 15 12

17.134.0150 150 18 12

ABSORPTION TUBE, CALCIUM CHLORIDE U FORM

Length Dia. Pack Size 

mm mm

17.136.0100 100 12 10

17.136.0120 120 15 10

17.136.0150 150 18 10

ABSORPTION TUBE, CALCIUM CHLORIDE U 

FORM WITH SIDE ARMS

Length Dia. Pack Size

mm mm

17.142.0100 100 12 10

17.142.0120 120 15 10

17.142.0150 150 18 10

For more details log on to www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.

Laboratory Supplies
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DESICCATOR, WITH COVER, NEUTRAL 

GLASS WITH PORCELAIN PLATE

Dia.,mm Pack Size

19.101.0160 160 1

19.101.0210 210 1

19.101.0250 250 1

19.101.0300 300 1

DESICCATOR, VACUUM NEUTRAL GLASS 

WITH PORCELAIN PLATE

Dia.,mm Pack Size

19.104.0160 160 1

19.104.0210 210 1

19.104.0250 250 1

19.104.0300 300 1

For more details log on to www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.

Plasticware
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DISH, CRYSTALLIZING WITHOUT SPOUT

With Spout Without Spout O.d.,mm Ht.,mm Pack Size

19.108.0040 19.105.0040 40 25 4

19.108.0050 19.1050050 50 30 4

19.108.0060 19.105.0060 60 35 4

19.108.0070 19.105.0070 70 40 4

19.108.0080 19.105.0080 80 45 4

19.108.0095 19.105.0095 95 55 4

19.108.0100 19.105.0100 100 50 4

19.108.0150 19.105.0150 150 75 1

19.108.0190 19.105.0190 190 100 1

PETRI DISH FUSED EDGES, COMPLETE WITH COVER

Dia.,mm Pack Size

19.112.0050 50 10

19.112.0075 75 10

19.112.0090 90 10

19.112.0100 100 10

19.112.0125 125 10

GAS GENERATOR, KIPP'S WITH GROUND GLASS JOINTS

Complete with delivery tube, thistle funnel and glass stopcock

Capacity, Pack Size

ml

12.160.0250 250 1

12.160.0500 500 1

12.160.1000 1000 1

Best  
Seller
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STOPCOCK, STRAIGHT 

Glass PTFE Key Size, mm Bore, mm Pack Size

stopcock Stopcock

15.501.0005 15.503.0005 12.5 2.5 10

15.501.0010 15.503.0010 14.5 2.5 10

15.501.0015 15.503.0015 15.8 4 10

15.501.0020 15.503.0020 18.8 6 10

STOPCOCK, STRAIGHT, WITH SCREW TYPE NEEDLE

VALVE WITH PTFE KEY (ROTAFLO)

Bore size Pack Size

mm

15.508.0005 0-3 10

15.508.0010 0-6 10

STOPCOCK FOR BURETTE, 

WITH PTFE KEYSIZE 12.5 MM, 

BORE SIZE 2.5 MM
 

Pack Size

15.515.0005 10

STOPCOCK FOR BURETTE, WITH 

SOLID GLASS KEY SIZE 12.5 MM, 

BORE SIZE 2.5 MM

 Pack Size

15.510.0005 10

ROTAFLO STOPCOCK, 90°

Bore size Pack Size

mm

15.520.0005 0-3 10

15.520.0010 0-6 10

DETACHABLE PTFE KEY 

STOPCOCK, FOR BURETTE

 Pack Size

15.530.0005 10

Stopcocks
www.supertekglassware.com



Sintered Glassware
www.supertekglassware.com
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SINTERED GLASS FILTER DISC
Used extensively for filtration of both liquids or gases. In four ranges as detailed below.

Porosity Pore Size General Use

Grade

1 90-150 Coarse precipitate, filtration, gas dispension, coarse grain material filtration.

2  40-90 Medium & crystalline precipitate filtration, medium filtration & washing of gases

3 15-40 Fine gas filtration and dispersion, mercury filtration, fine grain material filtration,

collection of fine precipitates. Analytical work with medium precipitates.

4 5-15 Valves of mercury collection of very fine precipitates. Analytical work with fine precipitates.

CRUCIBLE GOOCH, WITH SINTERED DISC                       

Grade 1 Grade 2 Grade 3 Grade 4 Capacity,    Disc, Dia.    Pack Size

       ml           mm

18.101.0005 18.101.0020 18.101.0035 18.101.0050 15 20 10

18.101.0007 18.101.0022 18.101.0037 18.101.0052 20 25 10

18.101.0010 18.101.0025 18.101.0040 18.101.0055 30 30 10

18.101.0015 18.101.0030 18.101.0045 18.101.0060 50 40 10

BUCHNER FUNNEL, WITH SINTERED DISC                  

Grade 1 Grade 2 Grade 3 Grade 4 Capacity,  Disc, Dia. Pack Size

ml mm

18.104.0005 18.104.0040 18.104.0075 18.104.0110 35 30 2

18.104.0010 18.104.0045 18.104.0080 18.104.0115 80 40 2

18.104.0015 18.104.0050 18.104.0085 18.104.0120 100 50 2

18.104.0020 18.104.0055 18.104.0090 18.104.0125 200 65 1

18.104.0025 18.104.0060 18.104.0095 18.104.0130 500 90 1

18.104.0030 18.104.0065 18.104.0100 18.104.0135 1000 120 1

18.104.0035 18.104.0070 18.104.0105 18.104.0140 2000 120 1

Sintered Glass
www.supertekglassware.com



F
un

ne
ls

 &
 T

ub
es

S
IN

T
E

R
E

D
 G

L
A

S
S

W
A

R
E

89

BUCHNER FUNNEL, WITH SINTERED DISC, CONE ON STEM    

Grade 1 Grade 2 Grade 4 Capacity, Disc, dia. Cone Pack Size 

ml mm  

18.108.0005 18.108.0035 18.108.0065 18.108.0095 35 30 14/23 2

18.108.0010 18.108.0040 18.108.0050 18.108.0100 80 40 14/23 2

18.108.0015 18.108.0045 18.108.0075 18.108.0105 100 50 14/23 2

18.108.0020 18.108.0050 18.108.0080 18.108.0110 200 65 19/26 1

18.108.0025 18.108.0055 18.108.0085 18.108.0115 500 90 19/26 1

18.108.0030 18.108.0060 18.108.0090 18.108.0120 1000 120 24/29 1

Grade 3

CONICAL FILTER, (HIRSCH TYPE) WITH SINTERED DISC        

Grade 1 Grade 2 Grade 3 Grade 4 Capacity,  Disc, Dia. Pack Size

ml mm

18.112.0005 18.112.0020 18.112.0035 18.112.0050 20 20 2

18.112.0010 18.112.0025 18.112.0040 18.112.0055 60 30   2

18.112.0015 18.112..0030 18.112.0045 18.112.0060 175 30   2

SINTERED GLASS FILTER TUBE, WITH SINTERED DISC

SEALED IN CENTRE      

Grade 1 Grade 2 Grade 3 Grade 4 Disc, Dia. Pack Size

mm

18.116.0005 18.116.0035 18.116.0065 18.116.0095 10 2

18.116.0010 18.116.0040 18.116.0070 18.116.0100 20 2

18.116.0015 18.116.0045 18.116.0075 18.116.0105 30 2

18.116.0020 18.116.0050 18.116.0080 18.116.0110 45 2

18.116.0025 18.116.0055 18.116.0085 18.116.0115 50 2

18.116.0030 18.116.0060 18.116.0090 18.116.0120 90 2
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FILTERING TUBE WITH SINTERED DISC, SEALED IN CENTER

WITH REDUCED ENDS      

Grade 1 Grade 2 Grade 3 Grade 4 Disc, Dia. Pack Size

    mm

18.120.0005 18.120.0030 18.120.0055 18.120.0080 30 2

18.120.0010 18.120.0035 18.120.0060 18.120.0085 40 2

18.120.0015 18.120.0040 18.120.0065 18.120.0090 50 2

18.120.0020 18.120.0045 18.120.0070 18.120.0095 65            2

18.120.0025 18.120.0050 18.120.0075 18.120.0100 90            2

MEMBRANE FILTER HOLDER ASSEMBLY WITH MEMBRANE 

SUPPORT, FUNNEL, FLASK AND CLAMP, RUBBER CORK 

FITTING 

Membrane Funnel Flask Pack Size
Dia. mm Capacity, ml Capacity, ml

18.144.0250 25 25 250 1

18.144.0500 25 50 500 1

18.144.1000 47 300 1000 1

MEMBRANE FILTER HOLDER ASSEMBLY WITH MEMBRANE 

SUPPORT, FUNNEL, FLASK AND CLAMP, STANDARD JOINT 

FITTING

Membrane Funnel Flask Pack Size

Dia. mm Capacity, ml Capacity, ml

18.148.0250 25 25 250 1

18.148.0500 25 50 500 1

18.148.1000 47 300 1000 1

Best  
Seller

FILTERING APPARATUS                           

For bacteriological use, consisting of a sintered buchner 

funnel capacity 80ml, porosity grade 5 with inverted 29/32 

ground joint and an erlenmeyer flask ground to fit.

Capacity, ml

18.140.0250 250ml
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ABSORPTION COLUMN PLAIN  

Without Glass PTFE Needle PTFE Effective Disc Pack Size

Stopcock Stopcock Valve Key Length, dia. mm

Stopcock Stopcock cm

18.152.0005 18.156.0005 18.180.0005 18.176.0005 20 10 1

18.152.0010 18.156.0010 18.180.0010 18.176.0010 30 15 1

18.152.0015 18.156.0015 18.180.0015 18.176.0015 50 20 1

18.152.0020 18.156.0020 18.180.0020 18.176.0020 60 25 1

18.152.0025 18.156.0025 18.180.0025 18.176.0025 60 40 1

CHROMATOGRAPHY COLUMN, WITH INTEGRAL SINTERED DISC 

Without PTFE Glass PTFE Key Effective Disc Pack Size    

Stopcock  Needle Valve Stopcock Stopcock Length, cm Dia. mm 

18.164.0005 18.160.0005 18.168.0005 18.172.0005 15 10 1

18.164.0010 18.160.0010 18.168.0010 18.172.0010 20 15 1

18.164.0015 18.160.0015 18.168.0015 18.172.0015 30 20 1

18.164.0020 18.160.0020 18.168.0020 18.172.0020 40 20 1

18.164.0025 18.160.0025 18.168.0025 18.172.0025 40 30 1

18.164.0030 18.160.0030 18.168.0030 18.172.0030 50 30 1

18.164.0035 18.160.0035 18.168.0035 18.172.0035 50 40 1

18.164.0040 18.160.0040 18.168.0040 18.172.0040 60 40 1

CHROMATOGRAPHY COLUMN, WITH INTEGRAL SINTERED DISC, 

SOCKET AND CONE

Bore Effective Socket  Pack 

mm Length, mm Size Size

18.184.0005 10 100 14/23 19/26 1

18.184.0010 10 200 14/23 19/26 1

18.184.0015 10 300 14/23 19/26 1

18.184.0020 18 200 14/23 19/26 1

18.184.0025 18 300 14/23 19/26 1

18.184.0030 18 300 24/29 19/26 1

18.184.0035 18 400 24/29 19/26 1

18.184.0040 18 400 24/29 24/29 1

Cone Size



Bottles
www.supertekglassware.com



93

R
ea

ge
nt

B
O

T
T

L
E

S

BOTTLE, REAGENT INTERCHANGEABLE GLASS/PP 

STOPPER , NARROW MOUTH, CLEAR
In conformity to DIN ISO 4796-2 Standard. Printed in white color.

Glass Polypropylene Capacity, Socket Pack Size 

Stopper Stopper ml

12.101.0050 12.102.0050 50 14/23 12

12.101.0100 12.102.0100 100 14/23 12

12.101.0250 12.102.0250 250 19/26 12

12.101.0500 12.102.0500 500 24/29 6

12.101.1000 12.102.1000 1000 29/32 4

12.101.2000 12.102.2000 2000 29/32 2

BOTTLE, REAGENT INTERCHANGEABLE GLASS/PP 

STOPPER, NARROW MOUTH, AMBER.
In conformity to DIN ISO 4796-2 Standard. Printed in white color.

Glass Polypropylene Capacity, Socket Pack Size

Stopper Stopper ml

12.104.0050 12.105.0050 50 14/23 12

12.104.0100 12.105.0100 100 14/23 12

12.104.0250 12.105.0250 250 19/26 12

12.104.0500 12.105.0500 500 24/29 6

12.104.1000 12.105.1000 1000 29/32 4

12.104.2000 12.105.2000 2000 29/32 2

Bottles
www.supertekglassware.com

Dish washer
Durable

Print

A
121 °C

DIN ISO
4796-2

Best  
Seller
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BOTTLE, MC CARTNEY (BIJOU) NARROW MOUTH, CLEAR 

NEUTRAL GLASS,  AUTOCLAVABLE, WITH ALUMINIUM SCREW 

CAP AND RUBBER LINER. 

Capacity, Pack Size

ml

12.124.0007  7 500

12.124.0014  14 400

BOTTLE, MC CARTNEY (BIJOU) UNIVERSAL, WIDE MOUTH, 

CLEAR NEUTRAL GLASS, AUTOCLAVEABLE, WITH ALUMINIUM 

CAP AND RUBBER WASHER 

Capacity, Pack Size

ml

12.128.0028 28 400

BOTTLE, REAGENT, WITH SCREW CAP
In conformity to DIN ISO 4796-1 Standard. Printed in white color.

Clear Amber Capacity, Pack Size

Glass Glass ml

12.108.0100 12.112.0100 100 10

12.108.0250 12.112.0250 250 10

12.108.0500 12.112.0500 500 10

12.108.1000 12.112.1000 1000 6

12.108.2000 12.112.2000 2000 2

BOTTLE, DROPPING BOTTLE WITH RUBBER TEAT, 

DROPPING PIPETTE GROUND INTO BOTTLE NECK.
Printed in white color.

Clear Amber Capacity, Pack Size

Glass Glass ml

12.116.0030 12.120.0030 30 12

12.116.0060 12.120.0060 60 12

12.116.0125 12.120.0125 125 12

Dish washer
Durable

Print

DIN ISO
4796-1

DIN ISO
4796-1

Best  
Seller
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WEIGHING BOTTLE, SQUAT FORM

Dia. x ht. mm Pack Size

12.136.4030 40 x 30 12

12.136.5025 50 x 25 12

12.136.5035 50 x 35 12

12.136.5050 50 x 50 12

12.136.6030 60 x 30 12

PYKNOMETER, GAY- LUSSAC (S.G. BOTTLE),UN CALIBRATED
In conformity to ISO 3507

PTFE Glass Capillary Capacity, Pack Size

Stopper    Stopper ml

12.130.0010 12.131.0010 10 6

12.130.0025 12.131.0025 25 6

12.130.0050 12.131.0050 50 6

12.130.0100 12.131.0100 100 6

PYKNOMETER, GAY- LUSSAC (S.G. BOTTLE), CALIBRATED
In conformity to ISO 3507

PTFE Glass Capillary Capacity, Pack Size

Stopper    Stopper ml

12.132.0010 12.133.0010 10 6

12.132.0025 12.133.0025 25 6

12.132.0050 12.133.0050 50 6

12.132.0100 12.133.0100 100 6

WEIGHING BOTTLE, TALL FORM

Dia. x ht. mm Pack Size

12.140.2040 20 x 40 25

12.140.2550 25 x 50 25

12.140.3060 30 x 60 25

12.140.5080 40 x 80 25

Best  
Seller

NEW

PYKNOMETER WITH GROUND-IN THERMOMETER
In conformity to ISO 3507

Capacity, ml Pack Size

12.134.0010 10 6

12.134.0025 25 6

12.134.0050 50 6

12.134.0100 100 6

NEW
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WOULFF BOTTLE, TWO NECKS
Printed in white color.

Capacity, Pack Size

ml

12.144.0250 250 1

12.144.0500 500 1

12.144.1000 1000 1

WOULFF BOTTLE, THREE NECKS
Printed in white color.

Capacity, Pack Size

ml

12.148.0250 250 1

12.148.0500 500 1

12.148.1000 1000 1

ASPIRATOR BOTTLE WITH SOCKET AT BOTTOM

Capacity, Pack Size

ml

12.152.0250 250 1

12.152.0500 500 1

12.152.1000 1000 1



ASPIRATOR BOTTLE WITH INTERCHANGEABLE 

STOPPER AND STOPCOCK
Printed in white color.

Capacity, Pack Size

 ml

12.156.1000 1000 1

12.156.2000 2000 1

12.156.5000 5000 1

GAS WASHING BOTTLE - FLAT BOTTOM FLASK 
With stopper and inlet & outlet glass tubes printed in white color.

Capacity, Pack Size

ml

12.164.0250 250 1

12.164.0500 500 1

12.164.1000 1000 1

GAS WASHING BOTTLE, DRESCHEL'S
Inlet and outlet tubes in a stopper which fits the bottle having interchangeable 19/26 

ground glass joint. Printed in white color.

Capacity, Pack Size

ml

12.168.0125 125 1

12.168.0250 250 1

G
as

 W
as

hi
ng

B
O

T
T

L
E

S

97



98

B
.O

.D
B

O
T

T
L

E
S

BOD BOTTLES 
These bottles are used for determining oxygen demand in samples of sewage, Industrial waste, polluted water or any other sample, diluted samples are incubated in 

the bottles and analyzed. Its stoppers are designed to prevent air entrapment and flared mouth forms a water seal to prevent intrusion of air.

Supertek brand BOD bottles are manufactured from Boro 3.3 glass as per ASTM E-438 type 1, Class A standard.

These bottle have a large permanent marking space for labeling of bottle numbers.

These bottles are unnumbered. if required bottles with 

sequence number can also be provided at extra cost.

BOD BOTTLES 
Printed in white color.

Pennyhead Robotic Capacity, Pack Size

stopper stopper ml  

12.174.0060   12.172.0060 60 6

12.174.0300   12.172.0300 300 2

For more details log on to www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.

Plasticware
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Tubes
www.supertekglassware.com

Supertek brand Test tubes, Screw cap tubes is manufactured from Low-Expansion Boro 3.3 glass in conformance with ASTM E-438 TYPE 1 CLASS A glass & DIN ISO 

3585. The test tubes are mechanically very strong, yet still retain good thermal shock resistance. These are printed in 

white enamel.

TEST TUBE , 
Fire polished rim and uniform wall thickness

Conformity to ISO 4142

With Rim. Without rim Nominal Pack Size

Size, mm

17.101.1075 17.104.1075 10 x 75 100

17.101.1275 17.104.1275 12 x 75 100

17.101.1010 17.104.1010 10 x 100 100

17.101.1210 17.104.1210 12 x 100 100

17.101.1610 17.104.1610 16 x 100 100

17.101.1512* 17.104.1512* 15 x 125 100

17.101.1612 17.104.1612 16 x 125 100

17.101.1515* 17.104.1515* 15 x 150 100

17.101.1615 17.104.1615 16 x 150 100

17.101.1815 17.104.1815 18 x 150 100

17.101.2510 17.104.2510 25 x 100 100

17.101.2015 17.104.2015 20 x 150 100

17.101.2515 17.104.2515 25 x 150 100

17.101.2520 17.104.2520 25 x 200 100

17.101.3220 17.104.3220 32 x 200 100

17.101.3820 17.104.3820 38 x 200 50

*Non-ISO

TEST TUBE - WITH SIDE ARM 
Fire polished rim and uniform wall thickness 

Size, mm Pack Size

17.108.1512 125 x 15 20

17.108.1815 150 x 18 20

17.108.2515 150 x 25 10

ISO 
4142

Best  
Seller
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CULTURE TUBE, MEDIA - ROUND BOTTOM, WITH SCREW CAP 

With rubber With Teflon Capacity, Size Pack 

liner Liner ml  mm

17.112.0005 17.113.0005 5 75 x 16 100

17.112.0010 17.113.0010 10 125 x 16 100

17.112.0030 17.113.0030 30 100 x 25 50

17.112.0060 17.113.0060 60 200 x 25 50

Size

CULTURE TUBE, MEDIA - FLAT BOTTOM, WITH SCREW CAP

With rubber With Teflon Capacity, Size Pack Size

 liner Liner ml mm

17.116.0005 17.117.0005 5 50 X 16 100

17.116.0015 17.117.0015 15 57 X 25 100

17.116.0030 17.117.0030 30 95 X 25 100

TEST TUBE - WITH SOCKET, PLAIN   

Glass Polypropylene Length x Socket Pack Size

Stopper Stopper dia., mm

17.120.1210 17.121.1210 100 X 12  10/19 100

17.120.1512 17.121.1512 125 x 15 12/21 100

17.120.1815 17.121.1815 150 X 18 14/23 100

17.120.2515 17.121.2515 150 X 25 19/26 50

17.120.2520 17.121.2520 200 X 25 19/26 50

17.120.3220 17.121.3220 200 X 32 24/29 50

17.120.3820 17.121.3820 200 X 38 24/29 50
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TEST TUBE - WITH SOCKET, GRADUATED

Glass Polypropylene Size Capacity, Sub. Socket Pack Size

Stopper Stopper mm ml Div., ml

17.124.0005 17.125.0005 100 X 12 5 0.1 10/19 100

17.124.0010 17.125.0010 125 x 16 10 0.1 12/21 100

17.124.0015 17.125.0015 150 x 22 25 0.5 19/26 50

17.124.0020 17.125.0020 200 x 25 50 1 19/26 50

CENTRIFUGE TUBE, CONICAL BOTTOM, PLAIN
Centrifuge tubes are thick-walled and resistant to mechanical stress

Capacity, Ht. x Pack Size 

 ml O.D.,mm

17.146.0005 3 76 x 10 100

17.146.0010 5 100 x 13 100

17.146.0015 10 110 x 15 100

17.146.0020 12 110 x 16 100

17.146.0025 15 120 x 17 100

17.146.0030 25 125 x 22 50

17.146.0035 50 125 x 28 50

CENTRIFUGE TUBE, CONICAL BOTTOM, GRADUATED
Centrifuge tubes are thick-walled and resistant to mechanical stress

Capacity, Ht. x Pack Size 

ml O.D.,mm

17.150.0005 5 100 x 13 100

17.150.0010 10 110 X 15 100

17.150.0015 15 120 x 17 100

17.150.0020 25 125 X 22 50

17.150.0025 50 125 X 28 50

TUBE, T OR Y SHAPE FOR CONNECTION

T shape Y shape Diam.,mm Pack Size

17.129.0007 17.130.0007 7 12

17.129.0010 17.130.0010 10 12

17.129.0012 17.130.0012 12 12
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CENTRIFUGE TUBE, WITH SCREW CAP, PLAIN

Capacity, Ht. x Pack Size 

ml O.D., mm

17.154.0010 10 110 X 15 100

17.154.0015 15 120 X 17 100

CENTRIFUGE TUBE, WITH SCREW CAP, GRADUATED

Capacity, Ht. x Pack Size

ml O.D., mm

17.158.0010 10 110 X 15 100

17.158.0015 15 120 X 17 100

CENTRIFUGE TUBE, CONICAL BOTTOM WITH 

INTERCHANGEABLE STOPPER

 Capacity, Pack 

ml O.D., mm

17.162.0005 3 76 x 10 100

17.162.0010 5 100 x 13 100

17.162.0015 12 110 x 16 100

17.162.0020 15 120 x 17 100

17.162.0025 25 125 x 22 50

Ht. x Size

CENTRIFUGE TUBE, CONICAL BOTTOM GRADUATED, WITH 

INTERCHANGEABLE STOPPER

Capacity, Ht. x Pack  Size

ml O.D., mm

17.166.0005 3 76 x 10 100

17.166.0010 5 100 x 13 100

17.166.0015 12 110 x 16 100

17.166.0020 15 120 x 17 100

17.166.0025 25 125 x 22 50

CENTRIFUGE TUBE, ROUND BOTTOM GRADUATED
 Capacity, Ht. x Pack Size

ml O.D., mm

17.170.0005 12 16 x 110 100

17.170.0010 30 24 x 110 50

17.170.0015 40 28 x 110 50

17.170.0020 50 30 x 110 50

17.170.0025 100 45 x 110 25

17.170.0025 200 55 x 116 25
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Care and Maintenance
of Laboratory Glassware

General Precautions
A

chipped or cracked is not to be used. 

Defects like these can seriously 

weaken the glass and made it prone 

to breakage in use. 

Do not lift or carry large glass flasks, beakers orbottles etc. by the 

neck or rim. This causes stress and can lead to breakage. 

Support the product from the base and sides.

Never use excessive force to fit rubber bungs into the neck of 

glass aspirators, test tubes, conical flasks, etc. Take care to 

select the correct size.

Never force rubber hoses or flexible tubing onto the glass side-

arms of Buchner, filter flasks, wash bottle heads etc.  Always 

lubricate the tubing and ease on gently whilst wearing protective 

gloves.(Most Supertek glassware avoids this problem with 

detachable plastic hose connectors).

ny glassware, which is scratched, 

When treated with proper care, Supertek brand glassware will 

have a longer life and provide satisfactory service. To obtain 

maximum life and performance from your glassware, correct 

handling is essential. The following notes should serve as a 

guide to new users and to remind more experienced handlers of 

there commended standard operating  procedures.

When stirring solutions in glass vessels, such as beakers and 

flasks, avoid using stirring rods with sharp ends which can 

scratch and weaken the glassware.

Use of hydrofluoric acid, hot phosphoric acid and

strong hot alkalis can cause corrosion and should be avoided.

Do not mix concentrated sulphuric acid with water inside a glass 

measuring cylinder. the heat of reaction can break the seal at the 

base of the cylinder.

Wash glassware promptly after use to avoid hard dried residues.  

Use a biodegradable, phosphate free detergent specially 

formulated for laboratory use.

Do not use cleaning brushes which are badly worn and where 

the metal spine may scratch the glass.
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Heating and Cooling
The maximum recommended working tempera- ture for 

glassware is 500°C(for short periods only). However, once the 

temperature exceeds 150°C extra special careshould be taken 

to ensure that heating and cooling is achieved in a slow and 

uniform manner.

Never heat glassware that is scratched, chipped, cracked or 

etched. Such defects reduce the thermal strength, making the 

glassware more prone to breakage.

Do heat vessels gent ly and gradual ly to avoid

breakage by thermal shock. Similarly, al low hot

glassware to cool gradually and in a location away

from cold draughts.

If using a hotplate, ensure 

that the top plate is larger 

than the base of the vessel 

to  be heated.  A lso,  

neverput cold glassware 

onto a hotplate which is 

already well heatedWarm 

up gradually from ambient 

temperature.

If using a Bunsen burner, employ a 

soft flame and use a wire gauze with 

ceramic centre to diffuse the flame

Supertek borosilicate glass is 

microwave safe. However, as with 

any microwave Vessel, be sure it 

holds a microwave absorbing 

material, such as water, before placing in the oven.

When autoclaving Supertek containers, e.g. bottles, with

screwcaps - always slacken off the caps. Autoclaving with

tightly screwed caps can result in pressure differences and 

conse-quent breakage.

Take great care when heating liquids that have a HIGH 

VISCOSITY. Viscous liquids can act as thermal insulators and 

can cause ‘hot spots’ or even thermal breakage of the 

glassware. This is particularly important with MEDIA 

SOLUTIONS as the viscosity usually increases considerabley 

during preparation.

Do regularly stir the solution to assist even distribution of heat. If 

using a magnetic stirrer set the speed to ensure

adequate agitation of the whole liquid.

Check the stirring action regularly to ensue that thorough 

agitation is maintained.

Heat vessels gradually and avoid very rapid boil-up rates.

For personal safety, consider sitting the hotplate in a tray. This 

will help contain the liquid in the event of breakage.

Because working conditions can vary enormously, Supertek 

cannot guarantee any glassware against breakage when used 

under vacuum or pressure.

The application of positive pressures in side glass apparatus is 

particularly hazardous and should be avoided if at all possible. 

Safety precautions should always be taken to protect personnel 

and a number of these are listed below:

Preparation of Media

Vacuum and Pressure Use
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Carefully rock the cone in its socket to achieve separation.

If the joint is ‘dry’, try to provide lubrication. Hold the joint upright 

and add penetrating oil to the top of the cone. Wait until the 

penetrating oil is well into the joint before 

trying to separate.

If the use of temperature is permissible, e.g. no volatile liquids 

present, then warm the outer socket under a running stream of 

hot water from the tap. Hold under the tap for a few

minutes before trying to separate.

New apparatus having sintered glass 

discs should be washed before use to 

remove loose particles of dust etc. Wash 

through with hot dilute hydrochloric acid 

followed by a thorough rinse with water.

     

Do ensure that the porosity of the sintered 

disc is appropriate for the application.

Sintered Glassware

Always use an adequate safety screen and / or protective cage.

Do not use flat bottomed vessels such as Erlenmeyer flasks and 

bottles under vacuum as they are likely to implode. Exceptions 

are vessels with specially thick-ened walls such as Buchner filter 

flasks and desiccators.

      

Avoid stress caused by over-tightening clamps. Support 

glassware gently where possible.

Never subject glassware to sudden pressure changes. Always 

apply and release pressure gradients and vacuums gradually.

Lubricate the ground surfaces of joints to prevent leakage in use 

and facilitate separation . Use a silicone-free laboratory grease 

and apply a light coat completely around the upper part of the 

joint Alternatively, consider joint sleeves which can be fitted 

between the cone and socket.

If ground glass joints do seize, then the following remedies can 

be considered;

Always wear thick protect ive gloves and safety

spectacles. Never use force.

Ground Glass Joints
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This information is provided in good faith by Supertek  for the 

safety of  its customers. Please note that the advice given is for 

general laboratory applications and may not necessarily apply to 

all tests or procedures. If you are in any doubt, contact the 

Supertek Technical Services Department 

for specific advice at  info@shivsons.com

As with all glassware scratched or 

chipped items should not be used.
Never subject sintered glassware to differential pressures 

2 exceeding 100kN/m (1 bar).

Take extra care when heating sintered ware as the

thermal endurance is less than standard borosilicate glass

products. Always heat and cool very gradually.

Do ensure that all volumetric glassware is kept

scrupulously clean. Dirt, and especially grease, can

distort the shape of the meniscus and also cause

droplets of liquid to adhere to the vessel walls.

Both seriously impair accuracy. Good cleanliness is indicated by 

uniform wetting of the glass surface with distilled water)

Do not expose volumetric glassware to direct  heat e.g. 

hotplates, bunsen flame.

Autoclaving at 121°C and cleaning in automatic dishwasher is 

acceptable and will not affect the accuracy of Supertek 

glassware

Never pipette by mouth. Always use a purpose designed

pipette filler.

All items should be held in a  vertical position when reading

the meniscus. The meniscus should be at eye.

Volumetric Glassware
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A

B

Absorption Columns 91

Absorption Tubes 83

Adapters

Bushing ,Drip Tip 36

Cone Screw Thread 48

Cone to Flexible Tubing 44

Cone With Stem to Flexible Tubing 45

Conical/Spherical 38

Expansion 36

Receiving 38-41

Reduction 35

Socket to Cone 46

Socket to Flexible Tubing 46

Swan Neck Screw Thread 37

Three Necks 37

Two Necks Parallel 36

Two Necks, One Vertical & one at 45° 37

Air Condensers 50

Air Leak Tube/ Gas Inlet Tube 47

Allihn Condensers 53

Aspirator Bottles 96-97

ASTM Glassware 19-25

Beakers

Low Form 63

Low Form, Double Capacity 64

Tall Form 63

BOD Bottles 98

Bottles

Aspirator 96-97

BOD 98

Dropping 94

Gas Washing 97

Mc Cartney 94

Reagent 93-94

Specific Gravity (Pycnometers) 95

Weighing 95

Woulff 96

Buchner Funnel 88

Burette

ASTM 19

Automatic Zero 5-6

Detachable Stopcock 2,4

Economy 5

Glass Stopcock 1,3-5

Pinch Clip 5

PTFE Stopcock 2,4

Rotaflo Stopcock 2-4

Schellbach 3-4

C
Centrifuge Tubes

Graduated 101

Plain 101

Round Bottom 102

Screw Cap 102

Stopper 102

Chromatography Columns 91

Claisen Head 42

Clip Stainless Steel 76

Coil Condensers 52-55

Condensers

Air 50

Allihn (Bulb Condenser) 53

Coil, Graham (Coil Distillate Type) 52

Coil, Graham (Jacket Distillate Type) 52

Coil, Reversible 53

Dimroth 57

Double Coil, Common Inlet 54

Double Surface, Davies 54

Ether 56

Friedrich 56
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Immersion (Cold Finger) 56

Inland Revenue 55

Jacketed Coil, Double Surface 55

Liebig 51

Cones

Single 30

Tip 30

Double 32

Full Length 31

Conical Filter 89

Crucible Gooch 88

Culture Tubes 100

Cylinder Measuring  14-18,25,28

D
Desiccators 84

Dimroth Condenser 58

Dish, Crystallizing 85

Double Surface Condenser 54

Dropping Funnels 80-81

Drying tube 47

F
Filter Funnels 77

Filter Tube 89-90

Filtering Apparatus 90

Filtering Apparatus 90

Filtering Tube 90

Flasks

Conical (Erlenmeyer) 66-67,74-75

Distillation 68

Filter 68

Flat Bottom 64-65,70

Flat bottom, Single Neck 65-70

Iodine 75

Kjeldahl 67

Pear Shape 72-73

Reaction 76

Round Bottom 66,70-71,73

Vigreux 73

Flasks, Volumetric

Amber Glass 11,13,23-24,27

ASTM 22-24

Clear Glass 9-10,12-13,22-23,27

Glass Stopper 10-13,23,27

PP Stopper 10-12,22,27

Screw Cap 13

Snap Cap 9,12,22

USP 27

Fractionating Columns 61

Funnels 77,82

G
Gas Generator, Kipp's 85

Gas Washing Bottles 97

J
Joint Clips

Metal / PP 33

K
Kipp's Gas Generator 85

L
Lids For Reaction Flask 76

Liebig Condensers 51
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M
Measuring Cylinder

ASTM 25

Detachable Base 14

Hexagonal  Base 15-16,25,28

Nessler 18

Round Base 15,17-18

USP 28

With Stopper 16-18 

Membrane Filter Holder 90

N
Nessler Cylinder 18

O
Organic Chemistry Sets 59-60

P
Petri Dish 85

Pipettes

ASTM 20-21

Graduated 8

USP 26

Volumetric 7

Plastic Hose Connection 48

Powder Funnels 77

Pressure Equalizing Funnels 82

Pycnometers 95

R
Receiver Adapters 38-41

S
Screw Thread 48

Separating Funnels

Dropping 80-81

Gilson 82

Globe Shape 79-80

Pressure Equalizing 82

Squibb Shape 79

Sintered Ware 88-90

Sockets

Single 30

Double 31

Full length 31

Soxhlet Extraction Apparatus 57

Spare Extractor for Soxhlet Apparatus 58

Spherical Joints 32

Splash Head Adapters 42-43

Steam Distillation Head 43

Still Head 42

Stopcocks 86

Stoppers 34-35
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T
Thermometer Pocket 47

Tubes

Conical 101-102

Culture 100

Side Arm 99

Stopper 100-101

Test 99

U
U Tube 46

USP Glassware 26-28

V
Volumetric Flasks  09-13,22-24,27

W
Weighing Bottles 95

Woulff Bottles 96
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Technical Data

Laboratory Glassware is made of Heat resistant Borosilicate 3.3 Glass, unless otherwise specified.  

It is suitable for use in laboratories as well as industrial application.

CHEMICAL COMPOSITION 

Approx % by weight

SiO 812

B O 132 2

Na O/K ) 42 2

Al O 22 3

THERMAL PROPERTIES 

The typical thermal properties of supertek glassware are given below:

Coefficient of Linear Expansion 32.5 x 10-7/°C 

Strain Point 515°C

Annealing Point 565°C

Softening Point 820°C

Specific Heat 0.2

Thermal Conductivity (Cal/cm3°C/sec) 0.0027

CHEMICAL DUABILITY 

Glassware is resistant to water, netural and acid solutions, concentrated acids and their mixtures as well as to 

chlorine, bromine, iodine and organic matters. Only hydrofluoric acid, very hot phosphoric acid and alkaline solutions 

increasingly attack the glass surface with rising concentration and temperature. 
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Achievements 
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